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^ FIELD OF THE INVBSBRTfiW SignaffTre 

The present invention relates to computer systems and 
methods generally and more particularly to development of inter- 
active constructs, to techniques for teaching such development, 
and to verbally interactive toys. 

BACKGROUND OF THE INVENTION 
Various types of verbally interactive toys are known in 
the art. Generally speaking, these toys may be divided into two 
categories, computer games and stand-alone toys. The stand-alone 
toys, which typically have electronic circuitry embedded therein, 
normally provide a relatively low level of speech recognition and 
[U a very limited vocabulary, which often lead to child boredom and 

=Q frustration during play. 

Computer games enjoy the benefit of substantial comput- 
m ing power and thus can provide a high level of speech recognition 

\2 and user satisfaction. They are characterized by being virtual in 

:^ their non-verbal dimensions and thus lack the capacity of bonding 

with children. 

The following patents are believed to represent the 
state of the art in verbally interactive toys: 

US Patent 4,712,184 to Haugerud describes a computer 
controlled educational toy, the construction of which teaches the 
user computer terminology and programming and robotic technology. 
Haugerud describes computer control of a toy via a wired connec- 
tion, wherein the user of the computer typically writes a simple 
program to control movement of a robot. 

US Patent 4,840,602 to Rose describes a talking doll 
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responsive to an external signal, in which the doll has a vocabu- 
lary stored in digital data in a memory which may be accessed to 
cause a speech synthesizer in the doll to simulate speech, 

US Patent 5,021,878 to Lang describes an animated 
character system with real-time control. 

US Patent 5,142,803 to Lang describes an animated 
character system with real-time control. 

US Patent 5,191,615 to Aldava et al . describes an 
interrelational audio kinetic entertainment system in which 
^3 movable and audible toys and other animated devices spaced apart 

from a television screen are provided with program synchronized 
i'U audio and control data to interact with the program viewer in 

^.Q relationship to the television program. 

i y 

US Patent 5,195,920 to Collier describes a radio con- 
rn trolled toy vehicle which generates realistic sound effects on 

I J board the vehicle. Communications with a remote computer allows 

an operator to modify and add new sound effects. 

US Patent 5,270,480 to Hikawa describes a toy acting in 
response to a MIDI signal, wherein an instrument-playing toy 
performs simulated instrument playing movements. 

US Patent 5,2 89,27 3 to Lang describes a system for 
remotely controlling an animated character. The system uses radio 
signals to transfer audio, video and other control signals to the 
animated character to provide speech, hearing vision and movement 
in real-time. 

US Patent 5,388,493 describes a system for a housing 
for a vertical dual keyboard MIDI wireless controller for accor- 
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dionists. The system may be used with either a conventional MIDI 
cable connection or by a wireless MIDI transmission system. 

German Patent DE 3 009-04 0 to Neuhierl describes a 
device for adding the capability to transmit sound from a remote 
control to a controlled model vehicle. The sound is generated by 
means of a microphone or a tape recorder and transmitted to the 
controlled model vehicle by means of radio communications. The 
model vehicle is equipped with a speaker that emits the received 
sounds . 

The disclosures of all publications mentioned in the 
specification and of the publications cited therein are hereby 
incorporated by reference. 
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SUMMARY OF THE INVENTION 

The present invention seeks to provide verbally inter- 
active toys and methods thereto which overcome disadvantages of 
the prior art as described hereinabove. 

There is thus provided in accordance with a preferred 
embodiment of the present invention interactive toy apparatus 
including a toy having a fanciful physical appearance, a speaker 
mounted on the toy, a user input receiver, a user information 
storage unit storing information relating to at least one user a 
content controller operative in response to current user inputs 
received via the user input receiver and to information stored in 
the storage unit for providing audio content to the user via the 
speaker. 

Further in accordance with a preferred embodiment of 
the present invention the user input receiver includes an audio 
receiver* 

Still further in accordance with a preferred embodiment 
of the present invention the current user input includes a verbal 
input received via the audio receiver. 

Additionally in accordance with a preferred embodiment 
of the present invention the user input receiver includes a 
tactile input receiver. 

Moreover in accordance with a preferred embodiment of 
the present invention the storage unit stores personal informa- 
tion relating to at least one user and the content controller is 
operative to personalize the audio content. 

Further in accordance with a preferred embodiment of 
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the present invention the storage unit stores infoinnation relat- 
ing to the interaction of at least one user with the interactive 
toy apparatus and the content controller is operative to control 
the audio content in accordance with stored information relating 
to past interaction of the at least one user with the interactive 
toy apparatus. 

Still further in accordance with a preferred embodiment 
of the present invention the storage unit also stores information 
relating to the interaction of at least one user with the inter- 
active toy apparatus and the content controller also is operative 
to control the audio content in accordance with information 
relating to past interaction of the at least one user with the 
interactive toy apparatus. 

Additionally in accordance with a preferred embodiment 
of the present invention the storage unit stores information 
input verbally by a user via the user input receiver. 

Moreover in accordance with a preferred embodiment of 
the present invention the storage unit stores information input 
verbally by a user via the user input receiver. 

Further in accordance with a preferred embodiment of 
the present invention the storage unit stores information input 
verbally by a user via the user input receiver. 

Still further in accordance with a preferred embodiment 
of the present invention the interactive toy apparatus also 
includes a content storage unit storing audio contents of at 
least one content title to be played to a user via the speaker, 
the at least one content title being interactive and containing 
interactive branching. 
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Additionally in accordance with a preferred embodiment 
of the present invention the at least one content title includes 
a plurality of audio files storing a corresponding plurality of 
content title sections including at least one two alternative 
content title sections, and a script defining branching between 
the alternative user sections in response to any of a user input, 
an environmental condition, a past interaction, personal informa- 
tion related to a user, a remote computer, and a time-related 
condition. 

Moreover in accordance with a preferred embodiment of 
the present invention the interactive toy apparatus also includes 
a content storage unit storing audio contents of at least one 
content title to be played to a user via the speaker, the at 
least one content title being interactive and containing interac- 
tive branching. 

Further in accordance with a preferred embodiment of 
the present invention the at least one content title includes a 
plurality of parallel sections of content elements including at 
least two alternative sections and a script defining branching 
between alternative sections in a personalized manner. 

Still further in accordance with a preferred embodiment 
of the present invention the user information storage unit is 
located at least partially in the toy. 

Additionally in accordance with a preferred embodiment 
of the present invention the user information storage unit is 
located at least partially outside the toy. 

Moreover in accordance with a preferred embodiment of 
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the present invention the content storage unit is located at 
least partially in the toy. 

Further in accordance with a preferred embodiment of 
the present invention the content storage unit is located at 
least partially outside the toy. 

Still further in accordance with a preferred embodiment 
of the present invention the user input receiver includes a 
microphone mounted on the toy, and a speech recognition unit 
receiving a speech input from the microphone. 

Additionally in accordance with a preferred embodiment 
of the present invention the user information storage unit is 
operative to store the personal information related to a plurali- 
ty of users each identifiable with a unique code and the content 
controller is operative to prompt any of the users to provide the 
user's code* 

Moreover in accordance with a preferred embodiment of 
the present invention the user information storage unit is opera- 
tive to store information regarding a user's participation per- 
formance. 

There is also provided in accordance with a preferred 
embodiment of the present invention toy apparatus having changing 
facial expressions, the toy including multi-featured face appara- 
tus including a plurality of multi-positionable facial features, 
and a facial expression control unit operative to generate at 
least three combinations of positions of the plurality of facial 
features representing at least two corresponding facial expres- 
sions. 

Further in accordance with a preferred embodiment of 



7 




the present invention the facial expression control unit is 
operative to cause the features to fluctuate between positions at 
different rates, thereby to generate an illusion of different 
emotions. 

Still further in accordance with a preferred embodiment 
of the present invention the toy apparatus also includes a speak- 
er device, an audio memory storing an audio pronouncement, and 
an audio output unit operative to control output of the audio 
pronouncement by the speaker device, and the facial expression 
control unit is operative to generate the combinations of posi- 
tions synchronously with output of the pronouncement. 

There is also provided in accordance with a preferred 
embodiment of the present invention toy apparatus for playing an 
interactive verbal game including a toy, a speaker device mounted 
on the toy, a microphone mounted on the toy, a speech recognition 
unit receiving a speech input from the microphone, and an audio 
storage unit storing a multiplicity of verbal game segments to 
be played through the speaker device, and a script storage 
defining interactive branching between the verbal game segments. 

Further in accordance with a preferred embodiment of 
the present invention the verbal game segments include at least 
one segment which prompts a user to generate a spoken input to 
the verbal game. 

Still further in accordance with a preferred embodiment 
of the present invention the at least one segment includes two or 
more verbal strings and a prompt to the user to reproduce one of 
the verbal strings. 
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Additionally in accordance with a preferred embodiment 
of the present invention the at least one segment includes a 
riddle. 

Moreover in accordance with a preferred embodiment of 
the present invention the at least one of the verbal strings has 
educational content. 

Further in accordance with a preferred embodiment of 
the present invention the at least one of the verbal strings 
includes a feedback to the user regarding the quality of the 
user's performance in the game. 

Still further in accordance with a preferred embodiment 
of the present invention the interactive toy apparatus further 
includes multi-featured face apparatus assembled with the toy 
including a plurality of multi-positionable facial features, and 
a facial expression control unit operative to generate at least 
three combinations of positions of the plurality of facial fea- 
tures representing at least two corresponding facial expressions. 

Additionally in accordance with a preferred embodiment 
of the present invention the facial expression control unit is 
operative to cause the features to fluctuate between positions at 
different rates, thereby to generate an illusion of different 
emotions . 

Moreover in accordance with a preferred embodiment of 
the present invention the interactive toy apparatus also includes 
an audio memory storing an audio pronouncement, and an audio 
output unit operative to control output of the audio pronounce- 
ment by the speaker device, and the facial expression control 
^nit is operative to generate the combinations of positions 
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synchronously with output of the pronouncement. 

Further in accordance with a preferred embodiment of 
the present invention the interactive toy apparatus further 
includes a microphone mounted on the toy, a speech recognition 
unit receiving a speech. input from the microphone, and an audio 
storage unit storing a multiplicity of verbal game segments of a 
verbal game to be played through the speaker device, and a 
script storage defining interactive branching between the verbal 
game segments . 

Still further in accordance with a preferred embodiment 
of the present invention the verbal game segments include at 
least one segment which prompts a user to generate a spoken input 
to the verbal game. 

Additionally in accordance with a preferred embodiment 
of the present invention the at least one segment includes two or 
more verbal strings and a prompt to the user to reproduce one of 
the verbal strings. 

Moreover in accordance with a preferred embodiment of 
the present invention the at least one segment includes a riddle. 

Further in accordance with a preferred embodiment of 
the present invention the at least one of the verbal strings has 
educational content • 

Still further in accordance with a preferred embodiment 
of the present invention Interactive toy apparatus according to 
any of claims 34 - 38 the at least one of the verbal strings 
includes a feedback to the user regarding the quality of the 
user's performance in the game. 
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There is also provided in accordance with a preferred 
embodiment of the present invention a method of toy interaction 
including providing a toy having a fanciful physical appearance, 
providing a speaker mounted on the toy, providing a user input 
receiver, storing in a user information storage unit information 
relating to at least one user providing, via a content controller 
operative in response to current user inputs received via the 
user input receiver and to information stored in the storage 
unit, audio content to the user via the speaker. 

Further in accordance with a preferred embodiment of 
the present invention the storing step includes storing personal 
infontiation relating to at least one user and personalizing, via 
the content controller, the audio content. 

Still further in accordance with a preferred embodiment 
of the present invention the storing step includes storing infor- 
mation relating to the interaction of at least one user with the 
interactive toy apparatus and controlling, via the content con- 
troller, the audio content in accordance with stored information 
relating to past interaction of the at least one user with the 
interactive toy apparatus. 

Additionally in accordance with a preferred embodiment 
of the present invention the method further includes storing, in 
a content storage unit, audio contents of at least one content 
title to be played to a user via the speaker, the at least one 
content title being interactive and containing interactive 
branching. 

Moreover in accordance with a preferred embodiment of 
the present invention the method further includes storing person- 
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al information related to a plurality of users each identifiable 
with a unique code and prompting, via the content controller, any 
of the users to provide the user's code. 

Further in accordance with a preferred embodiment of 
the present invention the method further includes storing infor- 
mation regarding a user's participation performance. 

Still further in accordance with a preferred embodiment 
of the present invention the method further includes providing 
multi-featured face apparatus including a plurality of multi- 
positionable facial features, and generating at least three 
combinations of positions of the plurality of facial features 
representing at least two corresponding facial expressions. 

Additionally in accordance with a preferred embodiment 
of the present invention the method further includes causing the 
features to fluctuate between positions at different rates, 
thereby to generate an illusion of different emotions. 

Moreover in accordance with a preferred embodiment of. 
the present invention the method also includes storing an audio 
pronouncement, and providing the audio pronouncement by the 
speaker, and generating combinations of facial positions synchro- 
nously with output of the pronouncement- There is also 
provided, in accordance with a preferred embodiment of the 
present invention, a system for teaching programming to students, 
such as school-children, using interactive objects, the system 
including a computerized student interface permitting a student 
to breathe life into an interactive object by defining character- 
istics of the interactive object, the computerized student inter- 
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face be being operative to at least partially define, in response 
to student inputs, interactions between the interactive object 
and humans; and a computerized teacher interface permitting a 
teacher to monitor the student's progress in defining character- 
istics of the interactive object. 

Further in accordance with a preferred embodiment of 
the present invention, the computerized teacher interface permits 
the teacher to configure the computerized student interface. 

Also provided, in accordance with a preferred embodi- 
ment of the present invention, is a teaching system for teaching 
engineering and programming of interactive objects to students, 
the system including a computerized student interface permitting 
a student to breathe life into an interactive object by defining 
characteristics of the interactive object,' the computerized user 
interface being operative to at least partially define, in re- 
sponse to student inputs, interactions between the interactive 
object and humans, and a computerized teacher interface permit- 
ting a teacher to configure the computerized student interface. 

Also provided, in accordance with another preferred 
embodiment of the present invention, is a computer system for 
development of emotionally perceptive computerized creatures 
including a computerized user interface permitting a user to 
develop an emotionally perceptive computer-controlled creature by 
defining interactions between the emotionally perceptive comput- 
er-controlled creature and natural humans including at least one 
response of the emotionally perceptive computer-controlled crea- 
ture to at least one parameter, indicative of natural human 
emotion, derived from a stimulus provided by the natural human 
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and a creature control unit operative to control the emotionally 
perceptive creature in accordance with the characteristics and 
interactions defined by the user. 

Further in accordance with a preferred embodiment of 
the present invention, the parameter indicative of natural human 
emotion includes a characteristic of natural human speech other 
than language content thereof* 

Also provided, in accordance with a preferred embodi- 
ment of the present invention, is a method for development of 
emotionally perceptive computerized creatures, the method includ- 
ing defining interactions between the emotionally perceptive 
computer-controlled creature and natural humans including at 
least one response of the emotionally perceptive computer-con- 
trolled creature to at least one parameter, indicative of natural 
human emotion, derived from a stimulus provided by the natural 
human, and controlling the emotionally perceptive creature in 
accordance with the characteristics and interactions defined by 
the user. 

Additionally provided, in accordance with a preferred 
embodiment of the present invention, is a method for teaching 
programming to school-children, the method including providing a 
computerized visual-programming based school-child interface 
permitting a school-child to perform visual programming and 
providing a computerized teacher interface permitting a teacher 
to configure the computerized school-child interface. 

Also provided is a computerized emotionally perceptive 
computerized creature including a plurality of interaction modes 
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operative to carry out a corresponding plurality of interactions 
with natural humans including at least one response to at least 
one natural human emotion parameter, indicative of natural human 
emotion and an emotion perception unit operative to derive at 
least one natural human emotion parameter from a stimulus provid- 
ed by the natural human, and to supply the parameter to at least 
one of the plurality of interaction modes, and, optionally, a 
physical or virtual, e.g. on-screen, body operative to partici- 
pate in at least one of the plurality of interactions. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention will be understood and appreciat- 
ed from the following detailed description, taken in conjunction 
with the drawings in which: 

Fig, lA is a simplified pictorial illustration of a toy 
forming at least part of an interactive toy system constructed 
and operative in accordance with a preferred embodiment of the 
present invention ; 

Fig. IB is a back view of the toy of Fig. 1; 

Fig, 2 is a partially cut away pictorial illustration 
of the toy of Figs. lA and IB; 

Fig. 3 is a simplified exploded illustration of ele- 
ments of the toy of Figs. lA, IB, and 2; 

Figs. 4A, 4B, 4C , 4D and 4E are illustrations of the 
toy of Figs. lA - 3 indicating variations in facial expressions 
thereof; 

Fig. 5 is a simplified block diagram illustration of 
the interactive toy apparatus of a preferred embodiment of the 
present invention ; 

Fig. 6 is a functional block diagram of a base station 
forming part of the apparatus of Fig. 5; 

Fig. 7 is a functional block diagram of a circuitry 
embedded in a toy forming part of the apparatus of Fig. 5; 

Figs. 8 A - 8G, taken together, comprise a schematic 
diagram of base communication unit 62 of Fig. 5; 

Figs. 8H - 8N, taken together, comprise a schematic 
diagram of base communication unit 62 of Fig. 5, according to an 
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alternative embodiment; 

Figs, 9A - 9G, taken together, comprise a schematic 
diagram of toy control device 24 of Fig. 5; 

Figs. 9H - 9M, taken together, comprise a schematic 
diagram of toy control device 2 4 of Fig. 5, according to an 
alternative embodiment; 

Fiqs. 10 - 15, taken together, are simplified flowchart 
illustrations of a preferred method of operation of the interac- 
tive toy system of Figs, 1 - 9G; 

Figs. 16A and 16B, taken together, form a simplified 
operational flow chart of one possible implementation of the 
opening actions of a script executed by the "Play" sub-module of 
Fig. 10^- 

Figs. 17A - 17E, taken together, form a simplified 

operational flow chart of one possible implementation of a story 

script executed by the "Play" sub-module of Fig. 10; 

E 

Figs. ISA - IS-G^, taken together, form a simplified 
operational flow chart of one possible implementation of a game 
script executed by the "Play" sub-module of Fig. 10; 

Figs. 19A - 19C, taken together, form a simplified 
operational flow chart of one possible implementation of a song 
script executed by the "Play" sub-module of Fig. 10; 

Figs. 20A - 20C, taken together, form a simplified 
operational flow chart of one possible implementation of the 
"Bunny Short" story script of Figs. 17A - 17E and, executed by the 
"Play" sub-module of Fig. 10; 

Figs. 21A - 21F, taken together, form a simplified 
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operational flow chart of one possible implementation of the 
"Bunny Long" story script of Figs. 17A - 17E and executed by the 
"Play" sub-module of Fig* 10; 

Fig. 22 is a simplified operational flow chart of the 
"Theme Section" referred to in Figs. 17D, 18C, 19B, and 19C; 

Fig. 23A is a pictorial illustration of the development 
and operation of a physical toy living creature in accordance 
with a preferred embodiment of the present invention; 



and operation of a virtual living creature in accordance with a 
preferred embodiment of the present invention; 

Fig. 23C is a simplified semi-pictorial semi-block 
diagram illustration of a system which is a variation on the 



provided w-hich serves data, programs, voice files and other 
contents useful in breathing life into a computerized living 
creatu2ce ; 

Fi^g. 24A is a pictorial illustration of a school-child 
programming ^ computerized living creature; 

Fig. 24B is a pictorial illustration of human, at least 
verbal interaction with a computerized living creature wherein 
the interaction was programmed by a student as described above 
with reference to Fig. 24A; 



^ Fig. 25 is a simplified software design diagram of 

preferred functionality of a system administrator; 

Fig. 26 is a simplified software diagram of preferred 
functionality of teacher workstation 312 in a system for teaching 
development of interactive computerized constructs such as the 



Fj.g. 2 3B is a pictorial illustration of the development 



systems of- Figs. 2 3A - 23B in that a remote content server is 
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system of Figs. 23A - 23C; 

Fig. 27 is a simplified software diagram of preferred 
functionality of student workstation 10 in a system for teaching 
development of interactive computerized constructs such as the 
system of Figs. 23A - 23C; 

Figs. 28 - 31 are examples of screen displays which are 
part of a human interface for the Visual Programming block 840; 

Fig. 32 is a screen display which includes an illustra- 
tion of an example of a state machine view of a project; 

Fig. 33 is a screen display which enables a student to 
create an environment in which a previously generated module can 
be tested; 

Figs. 34 - 37 are examples of display screens presented 
by the teacher workstation 312 of any of Figs. 23A, 23B or 23C; 

Fig. 38 is a simplified flowchart illustration of the 
process by which the student typically uses the student worksta- 
tion of any of Figs. 23A, 23B or 23C; 

Fig. 39 is an example of a display screen generated by 
selecting Event in the Insert menu in the student workstation 
310; 

Fig. 40 is an example of a display screen generated by 
selecting Function in the Insert menu in the student workstation 
310; 

Fig. 41 is a simplified flowchart illustration of 
processes performed by the student in the course of performing 
steps 910 and 920 of Fig. 38; 

Fig. 42 is a simplified flowchart illustration of an 
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emotional interaction flowchart design process; 

Figs, 43 - 102 illustrate preferred embodiments of a 
computerized programming teaching system constructed and 
operative in accordance with a preferred embodiment of the 
present invention. 

Fig. 103 is a table illustration of an emotional 
analysis database; and 

Fig. 104 is an emotional analysis state chart. 

Attached herewith are the following appendices which 
aid in the understanding and appreciation of one preferred embod- 
iment of the invention shown and described herein: 

Appendix A is a computer listing of a preferred soft- 
ware implementation of the interactive toy system of the present 
invention; 

Appendix B is a preferred parts list for the apparatus 
of Figs. 8A - 8G; and 

Appendix C is a preferred parts list for the apparatus 
of Figs. 9A - 9G. 
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DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS 
Reference is now made to Fig, lA which is a simplified 
pictorial illustration of a toy, generally designated 10, forming 
at least part of an interactive toy system constructed and opera- 
tive in accordance with a preferred embodiment of the present 
invention. While toy 10 may be implemented in any number of 
physical configurations and still maintain the functionality of 
an interactive toy system as is described herein, for illustra- 
tion purposes only toy 10 is shown in Fig. lA as typically having 
a fanciful physical appearance and comprising a body portion 12 
having a number of appendages, such as arms 14, legs 16, eyelids 
17, eyes 18, a nose 19, and a mouth 20. Arms 14 and legs 16 may 
be passive "appendages" in that they are not configured to move, 
while eyelids 17, eyes 18 and mouth 20 may be "active" appendages 
in that they are configured to move as is described in greater 
detail hereinbelow with reference to Figs. 3 - 4E. 

Fig. IB is a back view of the toy of Fig. 1 and addi-. 
tionally shows toy 10 as typically having an apertured area 22, 
behind which a speaker may be mounted as will be described in 
greater detail hereinbelow. 

Fig. 2 is a partially cut away pictorial illustration 
of the toy of Figs. lA and IB showing a toy control device 24, 
typically housed within body potion 12, and a number of user 
input receivers, such as switches 2 6 in arms 14 and legs 16 for 
receiving tactile user inputs, and a microphone 2 8 for receiving 
audio user inputs. It is appreciated that the various user input 
receivers described herein may be located anywhere within toy 10, 
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such as behind nose 19, provided that they may be accessed by a 
tactile or audio user input, such as verbal input, as required. 

It is appreciated any of a multitude of known sensors 
and input devices, such as accelerometers , orientation sensors, 
proximity sensors, temperature sensors, video input devices, 
etc., although not particularly shown, may be incorporated into 
toy 10 for receiving inputs or other stimuli for incorporation 
into the interactive environment as described herein regarding 
the interactive toy system of the present invention. 

Additional reference is now made to Fig. 3 which is a 
simplified exploded illustration of elements of the toy 10 of 
Figs. lA, IB, and 2. A facial portion 30 of body portion 12 of 
Fig. 1 is shown together with nose 19 and mouth 20, and . having 
two apertures 32 for receiving eyelids 17 and eyes 18. Facial 
portion 30 typically sits atop a protective cover 34 which is 
mounted on a protective box 36. Eyelids 17, eyes 18, and mouth 
2 0 each typically cooperate with a motion element 3 8 which pro- 
vides a movement to each appendage. Motion elements 3 8 are 
typically driven by a gear plate 40 which is in turn controlled 
by a gear shaft 42 and a motor 44. Circuitry 24 effects a de- 
sired movement of a specific appendage via a corresponding motion 
element 38 by controlling motor 44 and gear shaft 42 to orient 
and move gear plate 4 0 depending on the desired rotational orien- 
tation of gear plate 4 0 relative to the current rotational orien- 
tation as determined by an optical positioning device 46. Gear 
plate 4 0 preferably selectably cooperates with a single one of 
motion elements 3 8 at a time depending on specific rotational 
orientations of gear plate 40. A speaker 58 is also provided for 
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audio output. Power is typically provided by a power source 48, 
typically a DC power source. 

Figs, 4A, 4B, 4C, 4D and 4E are illustrations of toy 10 
of Figs. lA - 3 indicating variations in facial expressions 
thereof. Fig. 4A shows eyes 18 moving in the direction indicated 
by an arrow 50, while Fig. 4B shows eyes 18 moving in the direc- 
tion indicated by an arrow 52. Fig. 4C shows eyelids 17 having 
moved to a half -shut position, while Fig. 4D shows eyelids 17 
completely shut. Fig. 4E shows the lips of mouth 20 moving in 
the directions indicated by an arrow 54 and an arrow 56. It is 
appreciated that one or both lips of mouth 2 0 may move. 

Reference is now made to Fig. 5 which is a simplified 
block diagram illustration of the interactive toy apparatus 
constructed and operative in accordance with a preferred embodi- 
ment of the present invention. Typically, a computer 60, such as 
a personal computer based on the PENTIUM microprocessor from 
Intel Corporation, is provided in communication with a base, 
communication unit 62, typically a radio-based unit, via a RS-232 
serial communications port. It is appreciated that communication 
between the computer 60 and the base unit 62 may be effected via 
parallel port, MIDI and audio ports of a sound card, a USB port, 
or any known communications port. Unit 62 is typically powered 
by a power supply 6 4 which may be fed by an AC power source. 
Unit 62 preferably includes an antenna 66 for communication with 
toy control device 24 of toy 10 (Fig. 2) which is similarly 
equipped with an antenna 68. Toy control device 24 typically 
controls motor 44 (Fig. 3) , switches 26 (Fig. 2) , one or more 
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movement sensors 7 0 for detecting motion of toy 10, microphone 2 8 
(Fig. 2), and speaker 58 (Fig. 3). Any of the elements 24, 44, 
26, 28, 58 and 70 may be powered by power source 48 (Fig. 3). 

Computer 60 typically provides user information stor- 
age, such as on a hard disk or any known and preferably non- 
volatile storage medium, for storing information relating to a 
user, such as personal information including the user's name, a 
unique user code alternatively termed herein as a "secret name" 
that may be a made-up or other fanciful name for the user, typi- 
cally predefined and selected by the user, the age of the user, 
etc. 

Computer 60 also acts as what is referred to herein as 
a "content controller" in that it identifies the user interacting 
with toy 10 and controls the selection and output of content via 
toy 10,, such as via the speaker 58 as is described in greater 
detail hereinbelow. The content controller may utilize the 
information relating to a user to personalize the audio content 
delivered to the user, such as by referring to the user with the 
user's secret name or speaking in a manner that is appropriate to 
the gender of the user. Computer 60 also typically provides 
content storage for storing content titles each comprising one 
or more content elements used in response to user inputs received 
via the user input receivers described above with reference to 
toy 10, in response to environmental inputs, or at random. For 
example, a content title may be a joke, a riddle, or an interac- 
tive story. An interactive story may contain many content ele- 
ments, such as audio elements, generally arranged in a script for 
sequential output. The interactive story is typically divided 
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into several sections of content element sequences, with multiple 
sections arranged in parallel to represent alternative interac- 
tive branches at each point in the story. The content controller 
selects a branch according to a current user input with toy 10, 
previous branch selections, or other user information such as 
past interactions, preferences, gender, or environmental or 
temporal conditions, etc. 

Computer 60 may be in communication with one or more 
other computers, such as a remote computer by various known means 
such as by fixed or dial-up connection to a BBS or to the Inter- 
net. Computer 6 0 may download from the remote server, either in 
real-time or in a background or batch process, various types of 
content information such as entirely new content titles, addi- 
tional sections or content elements for existing titles such as 
scripts and voice files, general information such as weather 
information and advertisements, and educational material. Infor- 
mation downloaded from a remote computer may be previously cus- 
tomized for a specific user such as by age, user location, pur- 
chase habits, educational level, and existing user credit. 

The content controller may also record and store user 
information received from a user via a user input receiver such 
as verbal or other audio user inputs. Computer 60 preferably 
includes speech recognition capabilities, typically implemented 
in hardware and/or software, such as the Automatic Speech Recog- 
nition Software Development Kit for WINDOWS 95 version 3.0, 
commercially available from Lernout & Hauspie Speech Products, 
Sint-Krispisnstraat 7, 8900 Leper, Belgium. Speech recognition 
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may be used by the content controller to analyze speech inputs 
from a user to detejrmine user selections, such as in connection 
with an interactive story for selecting a story branch. Speech 
recognition may also be used by the content controller to identi- 
fy a user by the secret name or code spoken by the user and 
received by microphone 28, 

The content controller also provides facial expression 
control. The facial mechanism (Fig. 5) may provide complex 
dynamic facial expressions by causing the facial features to 
fluctuate between various positions at different rates. Prefera- 
bly, each facial feature has at least two positions that it may 
assume. Two or more facial features may be moved into various 
positions at generally the same time and at various rates in 
order to provide a variety of facial expression combinations to 
generate a variety different emotions. Preferably, the content 
controller controls the facial feature combinations concurrent 
with a user interaction or a content output to provide a natural 
accompanying expression such as lip synchronization and natural 
eye movements. 

The content controller preferably logs information 
relating to content provided to users and to the . interactions 
between each user and toy 10, such as the specific jokes and 
songs told and sung to each user, user responses and selections 
to prompts such as questions or riddles or interactive stories, 
and other user inputs. The content may utilize the infoirmation 
relating to these past interactions of each user to subsequently 
select and output content and otherwise control toy 10 as appro- 
priate, such as play games with a user that were not previously 
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played . with that user or affect the level of complexity of an 
interaction. 

It is appreciated that computer 60 may be housed within 
or otherwise physically assembled with toy 10 in a manner in 
which computer 60 communicates directly with toy control device 
24 not via base unit 62 and antennae 66 and 68, such as through 
wired means or optical wireless communications methods. Alterna- 
tively, computer 60 may be electronically integrated with toy 
control device 24. 

Fig. 6 is a functional block diagram of base communica- 
tion unit 62 of Fig. 5. Unit 62 typically comprises a micro 
controller unit 72 having a memory 74. Unit 72 communicates with 
computer 60 of Fig. 5 via an adapter 76, typically connected to 
computer 60 via an RS-232 port or otherwise as described above 
with reference to Fig. 5. Unit 72 communicates with toy control 
device 24 of toy 10 (Fig, 2) via a transceiver 78, typically a 
radio transceiver, and antenna 66. 

Fig. 7 is a functional block diagram of toy control 
device 24 of Fig. 5. Device 24 typically comprises a micro 
controller unit 82 which communicates with base unit 72 of Fig. 5 
via a transceiver 84, typically a radio transceiver, and antenna 
68. Power is supplied by a power supply 8 6 which may be fed by 
power source 48 (Fig. 5) . Unit 82 preferably controls and/or 
receives inputs from a toy interface module 88 which in turn 
controls and/or receives inputs from the speaker, microphone, 
sensors, and motors as described hereinabove. Transceiver 84 may 
additionally or alternatively communicate with interface module 
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88 for direct communication of microphone inputs and speaker 
outputs . 

Reference is now made to Figs. 8A - 8G, which, taken 
together/ comprise a schematic diagram of base communication unit 
62 of Fig.. 5. Appendix B is a preferred parts list for the 
apparatus of Figs. 8A - 8G. 

Figs. 8H - 8N, taken together, comprise a schematic 
diagram of base communication unit 62 of Fig. 5, according to an 
alternative embodiment . 

Reference is now made to Figs. 9A - 9G which, taken 
together, comprise a schematic diagram of toy control device 24 
of Fig. 5. Appendix C is a preferred parts list for the apparatus 
of Figs. 9A - 9G. 

Figs. 9H - 9M, taken together, comprise a schematic 
diagram of toy control device 24 of Fig. 5, according to an 
alternative embodiment . 

Reference is now made to Figs. 10 - 15 which, taken 
together, are simplified flowchart illustrations of a preferred 
method of operation of the interactive toy system of Figs. 1 - 
9G. It is appreciated that the method of Figs. 10 - 15 may be 
implemented partly in computer hardware and partly in software, 
or entirely in custom hardware. Preferably, the method of Figs, 
10 - 15 is implemented as software instructions executed by 
computer 60 (Fig. 5) • It is appreciated that the method of Figs. 
10-15, as well as other methods described hereinbelow, need not 
necessarily be performed in a particular order, and that in fact, 
for reasons of implementation, a particular implementation of the 
methods may be performed in a different order than another par- 
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ticular implementation . 

Fig, 10 describes the main module of the software and 
high-level components thereof. Operation typically begins by 
opening the communication port to the base unit 62 and initiating 
communication between computer 60 and toy control device 24 via 
base unit 62. The main module also initiates a speech recogni- 
tion engine and displays, typically via a display of computer 60, 
the main menu of the program for selecting various sub-modules. 
The main module typically comprises the following sub-modules: 

1) "About You" is a sub-module that enables a user to 
configure the system to the users preferences by entering parame- 
ters such as the users real name, secret name, age and date of 
birth, color of the hair and eyes, gender, and typical bed-time 
and wake-up hours; 

2) "Sing Along" is another sub-module that provides 
specific content such as songs with which the user may sing 
along; 

3) "How To Play" is a sub-module tutorial that teach- 
es the user how to use the system and play with the toy 10; 

4) "Play" is the sub-module that provides the inter- 
active content to the toy 10 and directs toy 10 to interact with 
the user; 

5) "Toy Check-Up" is a sub-module that helps the user 
to solve technical problems associated with the operation of the 
system, such as the toy having low battery power and lack of 
sufficient electrical power supply to the base station; and 

6) "Exit" is a sub-module that enables the user to 
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cease the operation of the interactive toy system software and 
clear it from the computers memory. 

Fig. 11 shows a preferred implementation of the "open 
communication" step of Fig. 10 in greater detail. Typical opera- 
tion begins with initialization of typical system parameters such 
as setting up the access to the file system of various storage 
units. The operation continues by loading the display elements, 
opening the database, initializing the toy and the communication 
drivers, initializing the speech recognition software engine, and 
creating separate threads for various concurrently-operating 
activities such that one user may interact with the toy while 
another user may use the computer screen and keyboard for other 
purposes, such as for word processing. 

Fig. 12 shows a preferred implementation of the "About 
You" sub-module of Fig. 10 in greater detail. Typical operation 
begins when the user has selected the "About You" option of the 
main menu on the computers screen. The user is then prompted to 
indicate whether the user is an existing user or a new user. The 
user then provides the users identification and continues with a 
registration step. Some or all of the operations shown in Fig. 12 
may be performed with verbal guidance from the toy. 

Fig. 13 shows a preferred implementation of the regis- 
tration step of Fig. 12 in greater detail. Typical operation 
begins by loading a registration data base, selecting a secret 
name, and then selecting and updating parameters displayed on the 
computers screen. When the exit option is selected the user 
returns to the main menu described in Fig. 10. 

Fig. 14 shows a preferred implementation of the "Sing 
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Along" sub-module of Fig. 10 in greater detail. Typical opera- 
tion begins with displaying a movie on the computer screen and 
concurrently causing all the toys 10 within communication range 
of the base unit to provide audio content, such as songs associ- 
ated with the movie, through their speakers. The user can choose 
to advance to the next song or exit this module and return to the 
main module, such as via keyboard entry. 

Fig. 15 shows a preferred implementation of the "How To 
Play" and "Play" sub-modules of Fig. 10. Typical operation begins 
with the initialization of the desired script, described in 
greater details hereinbelow, minimizing the status window on the 
computer screen, closing the thread, and returning to the main 
menu. The computer continues to operate the thread responsible 
for the operation of the toy, and continues to concurrently 
display the status of the communication medium and the script on 
the computer screen . 

Reference is now made to Figs. 16A and 16B which, taken, 
together, form a simplified operational flow chart of one possi- 
ble implementation of the opening actions of a script executed by 
the "Play" sub-module of Fig. 10. The implementation of Figs. 
16A and 16B may be understood in conjunction with the following 
table of action identifiers and actions: 
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Typical operation of the method of Figs, 16A and 16B 
begins by playing a voice file identified in the above table as 
op002. This is typically performed by instructing the toy to 
begin receiving a voice file of a specific time length. The voice 
file is then read from the storage unit of the computer and 
communicated via the radio base station to the toy control device 
that connects the received radio input to the toys speaker where 
it is output. Voice file op002 requests that the user press the 
microswitch located in the nose or the foot of the toy. 

If the user presses the microswitch the script then 
continues by playing either of voice files opOlSm, op020m or 
op025m, each welcoming the user in accordance with the current 
time of the day, and then requests that the user pronounce his or 
her secret name to identify himself or herself to the system. The 
script then records the verbal response of the user for three 
seconds. The recording is performed by the computer, by sending a 
command to the toy to connect the toy ' s microphone to the toys 
radio transmitter and transmit the received audio input for three 
seconds. The radio communication is received by the radio base 
station, communicated to the computer and stored in the comput- 
er's storage unit as a file. The application software then per- 
forms speech recognition on the recorded file. The result of the 
speech recognition process is then returned to the script pro- 
gram. The script continues according to the user response by 
playing a personalized welcome message that corresponds to the 
identified secret name or another message where an identification 
is not successfully made. This welcome message also requests the 
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user to select between several options such as a story, a game or 
a song. The selection is received by recording the user verbal 
response and performing speech recognition* More detailed de- 
scription of a simplified preferred implementation of a story, a 
game, and a song are provided in Figs 17A to 17E, ISA to 18G, and 
19A to 19C respectively. 

Figs, 17A - 17E, taken together, form a simplified 
operational flow chart of one possible implementation of a story 
script executed by the "Play" sub-module of Fig. 10. The imple- 
mentation of Figs. 17A - 17E may be understood in conjunction 
with the following table of action identifiers and actions: 



34 




Figs. 18A - 18#, taken together, form a simplified 
operational flow chart of one possible implementation of a game 
script executed by the "Play" sub-module of Fig. 10. The imple- 
mentation of Figs. 18A - 1&€* may be understood in conjunction 
with the following table of action identifiers and actions: 
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Figs. 19A - 19C, taken together, form a simplified 
operational flow chart of one possible implementation of a song 
script executed by the "Play" sub-module of Fig. 10. The imple- 
mentation of Figs. 19A - 19C may be understood in conjunction 
with the following table of action identifiers and actions: 
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Figs. 20A - 20C, taken together, form a simplified 
operational flow chart of one possible implementation of the 
"Bunny Short" story script of Figs, 17A - 17E and executed by the 
"Play"sub-module of Fig. 10. The implementation of Figs. 20A - 
20C may be understood in conjunction with the following table of 
action identifiers and actions: 
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Figs. 21A - 21F, taken together, form a simplified 
operational flow chart of one possible implementation of the 
"Bunny Long" story script of Figs. 17A - 17E and executed by the 
"Play" sub-module of Fig. 10. The implementation of Figs. 21A - 
2 IF may be understood in conjunction with the following table of 
action identifiers and actions: 
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Fig, 22 is a simplified operational flow chart of the 
"Theme Section" referred to in Figs. 17D, 18C, 19B, and 19C. The 
Theme Section presents the user with a general introduction and 
tutorial to the overall application. 

Appendix A is a computer listing of a preferred soft- 
ware embodiment of the interactive toy system described hereina- 
bove. A preferred method for implementing software elements of 
the interactive toy system of the present invention is now de- 
scribed: 

1) Provide a computer capable of running the WINDOWS 
95 operating system; 

2) Compile the source code of the sections of Appen- 
dix A labeled: 

* Installation Source Code 

* Application Source Code 

* ActiveX Source Code for Speech Recognition 

* CREAPI • DLL 

* CRPRO.DLL 

* BASEIO . DLL 

* Toy Configuration Source Code 

into corresponding executable files onto the computer 
provided in step 1) ; 

3) Install the "Automatic Speech Recognition Software 
Development Kit" for WINDOWS 95 version 3.0 from Lernout & 
Hauspie Speech Products, Sint-Krispisnstraat 7, 8900 Leper, 
Belgium; 

4) Compile the source code of the sections of Appen- 
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dix A labeled: 

* Base Station Source Code 

* Toy Control Device Source Code 

into corresponding executable files and install into 
the base communication unit 62 of Fig. 5 and into the toy control 
device 24 of Fig. 5 respectively; 

5) Run the executable file corresponding to the 
Installation Source Code; 

6) Run the executable file corresponding to the Toy 
Configuration Source Code; 

7) Run the executable file corresponding to the 
Application Source Code; 

It is appreciated that the interactive toy system shown 
and described herein may be operative to take into account not 
only time of day but also calendar information such as holidays 
and seasons and such as a child's birthday. For example, the toy 
may output special messages on the child's birthday or may gener- 
ate a "tired" facial expression at night-time. 

Preferably, at least some of the processing functional- 
ities of the toy apparatus shown and described herein are provid- 
ed by a general purpose or household computer, such as a PC, 
which communicates in any suitable manner with the toy apparatus, 
typically by wireless communication such as radio communication. 
Preferably, once the toy has been set up, the PC program contain- 
ing the processing functions of the toy runs in background mode, 
allowing other users such as adults to use the household computer 
for their own purposes while the child is playing with the toy. 

Preferred techniques and apparatus useful in generating 
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computerized toys are described in copending PCT application No. 
PCT/IL96/00157 and in copending Israel Patent Application No. 
121,574 and in copending Israel Patent Application No. 121,642, 
the disclosures of which are incorporated herein by reference. 

A portion of the disclosure of this patent document 
contains material which is subject to copyright protection. The 
copyright owner has no objection to the facsimile reproduction by 
anyone of the patent document or the patent disclosure, as it 
appears in the Patent and Trademark Office patent file or re- 
cords, but otherwise reserves all copyright rights whatsoever. 

In the present specification and claims, the term 
"computerized creature" or "computerized living creature" is used 
to denote computer-controlled creatures which may be either 
virtual creatures existing on a computer screen or physical toy 
creatures which have actual, physical bodies. A creature may be 
either an animal or a human, and may even be otherwise, i.e. an 
object. 

"Breathing life" into a creature is used to mean 
imparting life-like behavior to the creature, typically by defin- 
ing at least one interaction of the creature with a natural human 
being, the interaction preferably including sensing, on the part 
of the creature, of emotions exhibited by the natural human 
being. 

A "natural" human being refers to a God-created human 
which is actually alive in the traditional sense of the word 
rather than a virtual human, toy human, human doll, and the like. 

Reference is now made to Figs. 23A and 23B, which are 
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illustrations of the development and operation of a computerized 
living creature in accordance with a preferred embodiment of the 
present invention. Fig. 23A shows a physical creature, while Fig. 
23B shows a virtual creature. 

As seen in Figs. 23A and 23B, a facility for teaching 
the development of interactive computerized constructs is pro- 
vided, typically including a plurality of student workstations 
310 and a teacher workstation 312, which are interconnected by a 
bus 314 with a teaching facility server 316 serving suitable 
contents to the teacher workstation 312 and the student worksta- 
tions 310. Preferably, a creature life server 318 (also termed 
herein a "creature support server" or "creature life support 
server) is provided which provides student-programmed life-like 
functions for a creature 324 as described in detail below. Alter- 
natively servers 316 and '318 iriay be incorporated in a single 
server. As a further alternative, multiple creature support 
seirvers 318 may be provided, each supporting one or more comput- 
erized living creatures. As a further alternative (not shown), a 
single central computer may be provided and the student and 
teacher workstations may comprise teirminals which are supported 
by the central computer. 

As seen in Fig. 23A, creature life support server 18 is 
preferably coupled to a computer radio interface 320 which pref- 
erably is in wireless communication with a suitable controller 
322 within the computerized living creature 324, whereby the 
actions and responses of the computerized living creature 324 are 
controlled and stored as well as its internalized experiences 
are preferably retained and analyzed. 
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It is appreciated that the computerized living creature 
324 preferably is provided, by creature life server 318, with a 
plurality of different anthropomorphic senses, such as hearing, 
vision, touch, temperature, position and preferably with compos- 
ite, preferably student-programmed senses such as feelings. These 
senses are preferably provided by means of suitable audio, visu- 
al, tactile, thermal and position sensors associated with the 
computerized living creature. Additionally in accordance with a 
preferred embodiment of the invention, the computerized living 
creature 324 is endowed with a plurality of anthropomorphic modes 
of expression, such as speech, motion and facial expression as 
well as composite forms of expression such as happiness, anger, 
sorrow, surprise. These expression structures are achieved by the 
use of suitable mechanical and electromechanical drivers and are 
generated in accordance with student programs via creature life 
server 318. 

Referring now to Fig. 2 3B, it is seen that a virtual 
computerized living creature 334 may be created on a display 336 
of a computer 338 which may be connected to bus 314 either di- 
rectly or via a network, such as the Internet. The virtual com- 
puterized living creature 334 preferably is endowed with a plu- 
rality of different anthropomorphic senses, such as hearing, 
vision, touch, position and preferably with composite senses such 
as feelings. These senses are preferably provided by associating 
with computer 3 38, a microphone 340, a camera 342, and a tactile 
pad or other tactile input device 344. 

A speaker 346 is also preferably associated with com- 
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puter 338. A server 348 typically performs the functionalities of 
both teaching facility server 316 and creature life server 318 of 
Fig. 23A. 

Additionally in accordance with a preferred embodiment 
of the invention, the virtual computerized living creature 334 is 
endowed with a plurality of anthropomorphic modes of expression, 
such a speech, motion and facial expression as well as composite 
expressions such as happiness, anger, sorrow, surprise. These are 
achieved by suitable conventional computer techniques. 

It is a preferred feature of the present invention that 
the computerized living creature can be given, by suitable pro- 
gramming, the ability to interact with humans based on the afore- 
mentioned anthropomorphic senses and modes of expression both on 
the part of the computerized living creature and on the part of 
the human interacting therewith. Preferably, such interaction 
involves the composite senses and composite expressions mentioned 
above. 

Fig. 23C is a simplified semi-pictorial semi-block- 
diagram illustration of a system which is a variation on the 
systems of Figs. 2 3A - 23B in that a remote content server 342 is 
provided which serves data, programs, voice files and other 
contents useful in breathing life into the creature 324. 

Fig. 24A is a pictorial illustration of a student 
programming the creature 3 24 (not shown) , preferably using a 
simulation display 350 thereof. Programming is carried out by 
the student in interaction with the student workstation 310. 
Interaction may be verbal or alternatively may take place via any 
other suitable input device such as keyboard and mouse. 
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The command "play record", followed by speech, followed 
by "stop", means that the student workstation should record the 
speech content generated by the student after "play record", up 
to and not including "stop" and store the speech content in a 
voice file and that the creature life server 318 should instruct 
the creature 324 to emit the speech content stored in the voice 
file, 

"If - then -endif", "speech recognition", "speech 
type", "and" and "or" are all control words or commands or 
programming instructions, as shown in Fig. 31. 

Fig. 24B is a pictorial illustration of human, at least 
verbal interaction with a computerized living creature wherein 
the interaction was programmed by a student as described above 
with reference to Fig. 24A. 

Figure 2^C%Jj^ 

<^ creature 324 equipped with a built in video camera 342 and a 
video display 582 such as a liquid crystal display (LCD) . The 
video camera provides visual inputs to the creature and via the 
creature and the wireless communication to the computer. The 
display enables the computer to present the user with more de- 
tailed information. In the drawing the display is used to present 
more detailed and more flexible expressions involving the eyes 
and eye brows. Color display enables the computer to adopt the 
color of the eyes to the user or subject matter. 

It is a particular feature of the present invention 
that an educational facility is provided for training engineers 
and programmers to produce interactive constructs. It may be 
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appreciated that a teacher may define for a class of students an 
overall project, such as programming the behavior of a policeman. 
He can define certain general situations which may be broken down 
into specific events. Each event may then be assigned to a stu- 
dent for programming an interaction suite. 

For example, the policeman's behavior may be broken up 
into modules such as interaction with a victim's relative, inter- 
action with a colleague, interaction with a boss, interaction 
with a complainer who is seeking to file a criminal complaint, 
interaction with a suspect, interaction with an accomplice, 
interaction with a witness. Each such interaction may have sub- 
modules depending on whether the crime involved is a homicide, a 
non-homicidal crime of violence, a crime of vice, or a crime 
against property. Each module or sub-module may be assigned to a 
different child. 

Similarly, a project may comprise programming the 
behavior of a schoolchild. In other words, the emotionally per- 
ceptive creature is a schoolchild. This project may be broken" 
into modules such as behavior toward teacher, behavior toward 
module and behavior toward other children. Behavior toward other 
children may be broken up into submodules such as forming of a 
secret club, studying together, gossiping, request for help, 
etc. 

To program a particular submodule, the student is 
typically expected to perform at least some of ^ the following 
operations: 

a. Select initial events which trigger entry into his 

submodule. For example, hearing the word "club" may trigger entry 



56 




into a "Forming Secret Club" submodule. These initial events may 
form part of the state machine of the module or preferably may be 
incorporated by the students jointly or by the teacher into a 
main program which calls various modules upon occurrence of 
various events, 

b. List topics appropriate to the dialogue to be main- 
tained between the schoolchild and a human approaching the 
schoolchild. For example, in order to form a club, the club 
typically needs a name, a list of members, a password, a flag, 
rules, etc* 

c. Determine relationships between these topics. For 
example, the password needs to be conveyed to all members on the 
list of members, once the list of members has been established. 

d. Fo3rmulate a branched dialogue between the schoolchild 
and the human, designed such that each utterance of the school- 
child tends to elicit a response, from the human, which is easily 
categorizable. For example, the schoolchild may wish to ask only 
limited-choice questions rather than open-ended questions. If, 
for example, the schoolchild asks, "What color should the flag 
be: white or black or red?" then the system merely needs to 
recognize one of three words. 

e. Determine how to detect emotion and determine the roles 
of different emotions in the schoolchild-human relationship. For 
example, if the school-child is defining, in conjunction with the 
human, the list of members, the schoolchild may notice that the 
human is becoming emotional. The schoolchild may therefore elect 
to recommend that the list of members be terminated and/or may 
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express empathy. Alternatively or in addition, each utterance of 
the schoolchild may have a slightly different text for each of 
three or four different emotional states of the human. 

Other projects include programming the behavior of a 
teacher, parent, pet, salesperson, celebrity, etc. It is appreci- 
ated that the range of projects is essentially limitless. 

It is appreciated that the complexity of programming an 
emotionally perceptive being is anticipated to cause amusing 
situations whereby the emotionally perceptive being performs in a 
flawed fashion. This is expected to enhance the learning situa- 
tion by defusing the tension typically accompanying a student 
error or student failure situation by associating student error 
with a humorous outcome. The difficulty of programming an emo- 
tionally perceptive being is not a barrier to implementation of 
the system shown and described herein because the system's objec- 
tive is typically solely educational and correct and complete 
functioning of the emotionally perceptive being is only an arti- 
fact and is not the aim of the system. 

Furthermore, although programming a being which is 
emotionally perceptive at a high level is extremely difficult, 
even simplistic emotional sensitivity, when featured by a ma- 
chine, has a tremendous effect on the interaction of humans with 
the machine. Therefore, programming of emotional perceptiveness, 
even at the elementary level, is a rewarding activity and conse- 
quently is capable of motivating students to enhance their pro- 
gramming abilities through practice. 

Fig. 25 is a simplified software diagram of preferred 
functionality of a system administrator. Preferably, one of the 
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teacher workstations 312 doubles as a system administrator work- 
station. 

Fig, 26 is a simplified software diagram of a preferred 
functionality of teacher workstation 312 in a system for teaching 
development of interactive computerized constructs such as the 
system of Figs. 23A - 23C. 

Student administration functionality (unit 715 in Fig. 
25) typically includes conventional functionalities such as 
student registration, statistical analysis of student character- 
istics, student report generation, etc. 

Integration (unit 74 0) may be performed by groups of 
students or by the teacher. Preferably, the teacher workstation 
provides the teacher with an integration scheme defining the 
order in which the various modules should be combined. 

Run-time administration functionality (unit 750) refers 
to management of a plurality of creature life servers 318. For 
example, a teacher may have at his disposal 15 creatures con- 
trolled by 3 creature life servers and 3 0 projects, developed by 
3 00 students and each including several project modules. Some of 
the project modules are alternative. The run-time administration 
functionality enables the teacher to determine that at a particu- 
lar day and time, a particular subset of creatures will be con- 
trolled by a particular creature life server, using a particular 
project. If the project includes alternative modules, the teacher 
additionally defines which of these will be used. 

Fig. 27 is a simplified software diagram of preferred 
functionality of student workstation 310 in a system for teaching 
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development of interactive computerized constructs such as the 
system of Figs. 23A - 230, The Analysis and Design block 815 in 
Fig. 27 typically comprises a word processing functionality, a 
flowchart drawing functionality and a database schema design 
functionality allowing the student to document his analysis of 
the project module. 

The Visual Programming block 840 in Fig. 27 is prefer- 
ably operative to enable a student to define and parametrize 
software objects and to associate these objects with one another. 

Software objects preferably include: 

Sub-modules; events such as time events, verbal events, 
database events, sensor events, and combinations of the above; 
functions such as motion functions, speech (playback) functions; 
states for a state machine; and tasks performed in parallel. 

A typical session of visual programming may, for 
example, comprise the following steps: 

a. Student selects "view" and then "state machine" in 
order to view the state machine currently defining his module of 
the project that his class has been assigned. In response, the 
system displays the current state machine to the student. 

b. Student selects "insert" and then selects "state", 
thereby to add a new state to the state machine. 

c. Student selects "insert" and "connection" in order to 
connect the new state to an existing state in the state machine. 

d. Student defines an event and function for the selected 
connection. The function may be selected from among existing 
functions listed under the Functions option or may be generated, 
using the Program Block option, and using a third generation 
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programming language such as Basic or by opening a state machine 
within the function* 

Selection may be implemented by any suitable interface 
mechanism such as drag-and-drop of icons from a toolbox or such, 
as selection from a menu bar and subsequent selection from menus 
associated with menu bar items. 

The visual programming block 840 preferably allows a 
student to select one of a plurality of "views" each comprising a 
different representation of the module as programmed thus far by 
the student. The views may, for example, include: 

a. sub-modules within the module assigned to the student; 

b. a list of events within the module. Events typically 
include time events, sensor events, verbal events, database 
events e.g. that a particular counter in the database has reached 
zero, and combinations of the above. An event can be generated 
from scratch, modified or associated with an existing connection 
between a source state and a destination state. 

c. a state machine illustrating states in the module and 
connections therebetween ; 

d. a list of tasks, wherein each task includes a sequence 
of functions and/or modules and wherein an association is defined 
between tasks in order to allow the sequences of the various 
tasks to be performed in parallel. 

e. a list of functions within the module. Functions typi- 
cally include verbal functions e.g. talking, speech recognition 
and recording, actuator functions such as motor functions and 
lighting functions, database functions such as computations 
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performed on data stored in the database. 

A function can be generated from scratch, modified or 
associated with an existing connection between a source state and 
a destination state. 

Within each view, the student may modify or add to any 
aspect of the module represented in the view. For example, in 
order to modify an event associated with an individual connection 
in the state machine, the student may typically access the event 
list and change the definition of the event. Alternatively, the 
student may access the state machine and select a different event 
to associate with the individual connection. 

Figs. 28-31 are examples of screen displays which are 
part of a human interface for the Visual Programming block 840. 
As shown in the menu bar of Fig. 28, the student is preferably 
given the option of performing one of the following types of 
activity: 

Conventional file operations, conventional editing 
operations, viewing operations, insert operations, simulation- 
operations and conventional Window and Help operations. 

Using the View menu, also shown in Fig. 28, the student 
may elect to view various representations of the module he has 
developed, such as a project map representation, module chart 
representation, list of tasks, etc. 

In Fig. 28, the student has selected Connections in the 
View menu. In response, the student typically is shown, on the 
screen, a list of the existing state machine connections in his 
or her module. The student may then select one or another of the 
connections. As shown, the student has selected connection t6. In 
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response, the student sees a screen display of the parameters of 
connection t6, including the connection's source and destination 
states, and the event and function associated with the connec- 
tion. 

Typically, each function is a combination of one or 
more function primitives such as "play", "record", "set expres- 
sion", etc. 

A list of the currently defined function primitives and 
their parameters is typically displayed to the student response 
to a student selection of the "function primitive" option in the 
View menu. 

Fig. 29 is an illustration of a state machine view of a 
module, generated in response to the student's selection of State 
Machine from the View menu. As shown, interactions are shown in 
state form, wherein the creature moves from state to state, 
wherein transition from state to state is conditional upon occur- 
rence of the event which appears between the states, and is 
accompanied by occurrence of the function which appears between 
the states. 

For example, the transition between State 2 to State 6 
is associated with Function 7 and Event 7. This means that when 
the creature is in State 2, then if it detects Event 7, it 
performs Function 7 and moves to State 7. 

Event 7 may, for example, be that the natural human is 
happy. This is a complex event being a combination of several 
primitive events such as Loud Voice, High Pitch, Intonation Rises 
at End of Sentence, "happy" detected by speech recognition unit. 
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etc. Function 7 may, for example, be emission of the follow- 

ing message: "It looks like you're in a great mood today, 
right?" 

State 6 may, for example, be a Waiting For Confirmation 
Of Emotional Diagnosis state in which the creature waits for the 
natural human to confirm or reject the creature's perception that 
the natural human is "in a great mood". 

State 2 may, for example, be an Emotion Change state in 
which a change in emotion has been detected but the new emotion 
has not yet been characterized. 

"U" denotes an unconditional transition from one state 
to another. 

In Fig. 30, the student is modifying the module by 
inserting a new function intended to be associated with a state- 
to-state connection within the state machine. The function which 
the student is shown to be inserting is the function "record for 
2 seconds". 

It is appreciated that the Functions option under the' 
View option (Fig. 28) may be employed to define functions which 
are a sequence of existing functions. 

The screen display of Fig. 32 includes an illus- 
tration of an example of a state machine view of a project. As 
shown, each connection between states is characterized by an 
event and by a function. Occurrence of an event causes the func- 
tion to be performed and the process to flow from the current 
state to the next state. For example, if event El occurs when the 
system is in State 1, then the system performs Fl and advances to 
state 6. 
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In Fig. 22, states are represented by ovals, events by 
diamonds and functions by rectangles. To insert an event and a 
function for a connection, the student selects the desired con- 
nection from the display of Fig. 32, then selects Insert in the 
main menu bar of Visual Programming and then selects, in turn. 
Function and Event. 

The screen display of Fig. 33 enables a student to 
create an environment in which a previously generated module can 
be tested. To do this, the student typically does as follows: 

a. the student generates a simulation of the software that 
actuates the module (launch setup) ; 

b. the student generates a simulation of the environment 
which deals with inputs to the module and outputs from the mod- 
ule. In other words, the environment simulation generated in step 
(b) simulatively provides inputs to the module and accepts and 
acts upon, simulatively, outputs by the module which would have 
caused the environment to act back onto the module; 

c. the student defines a setup for monitoring the module's 
performance. Typically, the student defines that certain detected 
events will be displayed on the screen and certain detected 
events will be logged into a log file. 

d. the student executes the simulation, simultaneously 
monitoring the screen; and 

e. the student views the contents of the log file. 

Figs. 34 - 37 are examples of display screens presented 
by the teacher workstation 312 of Figs, 23A, 23B or 23C. 

Specifically, Fig. 34 is an example of a display screen 
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generated within the Student Administration unit 715 of Fig. 26. 
As shown, the display screen enables a teacher to enter and 
modify student identification particulars and also to view the 
project and module assigned to each student and preferably, the 
status of the project and module. The display screen also allows 
the teacher to assign a mark to the student. Alternatively, 
assigning marks may be part of execution monitoring (unit 760) , 

Assignment of students to projects and modules is 
typically carried out within the project module assignment unit 
730 as described below with reference to Fig. 35. 

Fig. 35 is an example of a display screen generated 
within the project module assignment unit 730 of Fig. 26. As 
shown, the teacher typically selects a project from among a menu 
of projects which typically displays characteristics of each 
project such as level of difficulty, number of modules, etc. In 
Fig. 13, the teacher has selected the "policeman" project. As 
shown, there are several modules within the project. 

The teacher also selects a class to perform the* 
project. In Fig. 35, the teacher has selected Class 3A and in 
response, the screen display has displayed to the teacher, a list 
of the students in Class 3A. 

The screen display also displays to the teacher a list 
of the modules in the "policeman" project and the teacher assigns 
one or more students to each module, typically by clicking on 
selected students in the student menu. 

Fig. 36 is an example of a display screen generated 
within the integration supervising unit 740 of Fig. 26. As shown, 
the teacher typically determines at least an order in which 
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modules will be integrated to form the finished project. The 
system typically draws graphic representations of connections 
between modules which are to be integrated with one another. Each' 
such connection is typically marked with a date and with a status 
indication (integrated/not-integrated) . 

Fig. 3 7 is . an example of a display screen generated 
within the assign run-time unit 755 of Fig. 26. The assign run- 
time unit is particularly important if the creature generated is 
a physical creature rather than a virtual creature. If this is 
the case, then the physical creature typically is a scarce re- 
source shared by a large number of students. As shown, the teach- 
er typically selects a physical creature, such as a red police- 
man, from among an available pool of physical creatures. The 
selected physical creature performs the functionalities defined 
by the teacher's students when working on the policeman project, 
at a teacher-determined time. If two different modules are as- 
signed to the same time and the same creature, i.e. if the red 
policeman is instructed to operate in his "victim's relative" 
module and in his "suspect" module, then the teacher typically 
defines a priority system such that overriding is minimal. 

Fig. 38 is a simplified flowchart illustration of the 
process by which the student typically uses the student worksta- 
tion 310 of Fig. 23. 

A preferred flowchart illustration of processes per- 
formed by the student in the course of performing steps 910 and 
920 of Fig. 38 is described hereinbelow with reference to Fig. 
41. 
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As shown, initially, a teacher or project delineator 
defines states, i.e. categories of emotion (happy, sad, angry). 

A student operationally defines each emotion category 
in terms of contents of and/or characteristics of verbal inputs 
recorded/received from human. The student defines events to 
partition emotions into categories. Characteristics of verbal 
inputs include: voice amplitude, voice pitch, rate of speech and 
diction quality. 

The student defines explicit interrogations confirming 
various categories of emotion. The student defines each interro- 
gation as a state, each interrogation as a function, and each 
result of interrogation as an event. 

The student and/or teacher determines modification of 
interaction with human according to category of human's emotion. 

Fig. 39 is an example of a display screen generated by 
selecting Event in the Insert menu in the student workstation 10. 
As shown, the event which is being selected comprises closure of 
various switches. Specifically, the event comprises closure of a 
switch in the right hand of the creature 324 or closure of a 
switch in the right foot of the creature. 

Fig- 40 is an example of a display screen generated by 
selecting Function in the Insert menu in the student workstation 
10. As shown, the function which is being selected comprises an 
eye-motion. Specifically, the function comprises movement of the 
eyeballs to the left. 

Preferred embodiments of the present invention and 
technologies relevant thereto are now described with reference to 
Figs. 42-68. 
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A preferred architecture of the LOLA application is 
described in chart form in Figs, 42-68. 

The LOLA system is a distributed application that is 
composed of several main processes. Address and data spaces 
boundaries are separating these processes which can reside on one 
computer or on different computers in the network. These 
processes use a standard middleware (MW) like CORBA/DCOM/RMI in 
order to communicate transparently with each other. 
The main processes are: 
Task dispatcher: 

This component runs on every radio base station that communicates 
with living objects. The main sub-components in this component 
are described in Figs. 42-68. 

Proxy Objects: 

Responsibilities: Every living object in the system has a corre- 
sponding object that represents it. All operation invocations 
that are done on a living object are first invoked on its proxy 
object, and all events generated by a living object are first 
received in its proxy object. In addition, the proxy object is 
responsible to store and track the state of each living object. 
The proxy object is a remote object in order to allow inter- 
process communication . 

Services used by the proxies (collaborators) : 

* The proxies are using the provided Java Bean in order to invoke 
operations and receive events from the living object. 

* The security manager in order to verify if a requested opera- 
tion is legal. 
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* The log and event service in order to log messages and generate 
events . 

Services provided to other components: 

* The tasks that are spawned by the dispatcher interact locally 
with the proxies . 

* The IDE can interact with the proxies in order to allow remote 
debugging or executions. 

* The management console can remotely interact with the proxy in 
order to invoke diagnostics and monitoring operations. 
Dispatcher engine: 

Responsibilities: Gets from the task manager the registered tasks 
for execution, and executes each task in a separate thread. The 
tasks run in a sandbox in order to enforce security policies. 
Services used by the dispatcher: 

* The task manager in order to receive the registered tasks. 

* The spawned tasks use the proxy objects in order to invoke 
operations on the living objects. 

* The timer, in order to receive time events, 

* The log and event service in order to log messages and generate 
events. 

Services provided to other components: 

* The IDE can interact with the dispatcher^ in order to coordinate 
remote debugging or executions. 

* The management console can remotely interact with the dispatch- 
er in order to invoke diagnostics and monitoring operations. 
Timer: 

Responsibilities: Generate time events to the registered listen- 
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ers . 

Services used by the timer: 

* The timer doesn't use any service provided by the LOLA system. 
It only uses OS services. 

Services provided to other components: 

* The dispatcher registers in the timer in order to receive time 
events . 

LOLA Servers 

This component supplies the required services to all 
other components in the system. The main sub-components in this 
component are described in Figs. 4 2 - 68. 



messages of other components in the system, and to retrieve those 
messages according to several criteria. Log messages, unlike 
events are just logs, i.e. they only log information, rather then 
expect that some action will be triggered from that log messages. 



Log server: 



Responsibilities: The log server is responsible to log 



Services used by the log server: 



* The persistent storage service in order to keep the 



logs in a persistent storage. 



Services provided to other components: 



* The dispatcher and the proxies log certain events 



during task executions. 



* The management console and the students IDE in order 



to track the execution of particular tasks. 



* The teacher management console in order to receive 



statistics about task executions. 



Monitor engine: 
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Responsibilities: The monitor engine is responsible to 
receive events from other components in the system, and to act 
upon them according to event-condition-action logic. The monitor 
engine supplies such logic on a system wide basis, even though 
this component can in addition reside on every radio base station 
in order to allow local handling of events. 

Services used by the monitor engine: 

* The persistent storage service in order to keep the 
policies and the received events in a persistent storage. 

Services provided to other components: 

* The dispatcher and the proxies generate events during 
task executions, or when pooling the system for its sanity. 

* The management console in order to receive the events 
and act appropriately upon them. 

Security manager: 

Responsibilities: The security manager keeps in a 
repository all the users, groups, and roles in the system, and 
according to that decides who has the permission to do what 
action. 

Services used by the security manager: 

* The persistent storage service in order to keep the 
users, groups and roles in a persistent storage . 

Services provided to other components: 

* The proxies in order to confirm remote operations 
that are invoked on them , 

* The task manager in order to confirm that a specific 
task registration is allowed. 
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Task Manager: 

Responsibilities: The task manager keeps in a 
repository all the tasks in the system, and according to that 
supplies the appropriate radio base stations the tasks that they 
should execute. 

Services used by the task manager: 

* The persistent storage service in order to keep the 
tasks in a persistent storage. 

* The security manager in order to confiirm task 
registration. 

Seirvices provided to other components: 
* The radio base stations in order to receive the registered 
tasks . 

Management Console 

This component is the console of the administrator that 
monitors and controls the system behavior, and configures the 
system appropriately. In addition, it provides the teacher a 
console from which it can query the system in order to do tasks 
such as evaluate students works, or assign permissions to its 
students to execute particular tasks. 

The main sub-components in this component are 
illustrated in Figs. 42-68. An on-line view of these components 
is also shown in these figures. 

Responsibilities: The console for on-line monitoring 
and control of the system. View of things like the tasks that are 
running on each radio base station, and the state and status of 
each living object. The ability to invoke operations such as 
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changing the channel of a particular living object. The ability 
to view all the events that are generated in the system. 

Services used by the on-line view typically include; 

* The proxy object in' order to invoke operations on 
them, and receive events from them. 

* The dispatcher in order to monitor and control tasks 
executions in an on-line manner. 

* The monitor engine in order\ to receive events on a 
system wide basis. 

Services provided to other components: 

* The on-line view is only a GUI client. 

A configuration view is illustrated in the figures. 

Responsibilities: The console for configuring the 
system during its run-time. Configurations such as definitions of 
users, groups, and roles are done from this console. 

Services used by the configuration view 

* The security manager in order to authorize the 
invoked operations. 

Services provided to other components: 

* The configuration view is only a GUI client. 

Off-line view: 

Responsibilities: Configurations done to the system not during 
its normal executions, such as upgrade, adding living objects, 
and others. 

Services used by the configuration view 
Services provided to other components: 
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* The configuration view is only a GUI client. 
Teacher Console 

Responsibilities: The console to be used by the teacher in order 
to evaluate the students' works. The teacher will be provided 
with information such as the popularity of the students' works, 
and other statistics about the task executions. In addition, the 
teacher will be able to view the source of all the tasks that 
were written by its students. 

Services used by the configuration view 

* The task manager in order to view the source of its students 
tasks. 

* The log server in order to obtain statistics about tasks execu- 
tions. 

Services provided to other components: 

* The off-line view is only a GUI client. 

Integrated Development Environment (IDE) 

This component runs on each student programming station. The 
architecture support the following three possibilities: 

* A standalone PC residing in the student home and not 
connected to the Internet. 

* A PC residing in the students home, and connected to 
the LOLA system via the Internet. A firewall can reside between 
the PC in the student home, and the LOLA system. 

* A PC residing in an internal intranet, and connected 
to other LOLA components via a standard middleware. 
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IDE core: 

Responsibilities: The integrated development 

environment that is used by the students to write tasks that will 
be executed by the task dispatcher. 

Services used by the IDE core: 

* The IDE core use the living object simulator in order 
to test the task before register is for execution. 

* The IDE core can use the proxy object in order to 
execute the task on a real living object. This feature can be 
used only if the IDE core can communicate with the proxy object 
via the middleware, i.e. only if the PC resides on the same 
intranet, or remotely from home if a firewall doesn't restrict 
packets of the middleware port, and the available bandwidth 
allows that. 

Services provided to other components: 

* The IDE core is only a client of services. 

Proxies Simulator: 

Responsibilities: Simulate the proxies of the living 
object in order to allow local debugging and executions of tasks. 

Services used by the configuration view 

* 

Services provided to other components: 
* The IDE core uses the simulator for local task execution and 
debugging. 

Tasks registration: 

Responsibilities: Browser based component that provides 
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the students the ability to add or delete tasks for execution on 
a radio-based PC. 

Services used by the configuration view 

* The task registration server. 

Services provided to other components: 

* Deployment 

This component is responsible for the deployment of all 
other components in the system. In particular, it is responsible 
for the deployment of all proxy objects and their corresponding 
simulators, and the building of these objects if necessary. The 
building of these objects is optional, and basically there are 
three alternatives regarding this issue: 

* All objects are of the same type, i.e. all objects 
have the same interface regardless the living object they 
represent. Operations that are specific to a particular living 
object are executed via a common interface like "send_cmd". The 
advantage of this approach is simple deployment, maintenance and 
configuration of the system- The disadvantage, is a command set 
that is less meaningful to its users, and more important, that 
improper use of the command will be detected only when the task 
is executed on the living object, rather than being detected 
before on the simulator or at compile time. 

* All objects are of the same type in the API level, 
but every object knows its type. All types in the system reside 
in a repository. Thus, from deployment and maintenance 
perspective this approach is less simple, the API of the command 
set is still not meaningful, but errors can be detected when the 
task is executed on the simulator. 
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* Objects from different types have different API to 
access them. Thus, the deployment and maintenance of the system 
is even less simple because code is generated and build according 
to the types of the living objects, rather than just being kept 
in a repository, or not kept at all. However, the command set is 
more meaningful to its users, and errors will be detected as soon 
as the task is compiled. Thus, this approach is the preferred 
approach. However, implementing this approach requires more 
development efforts, and thus can be implemented only in a 
secondary iteration . 

Task and security managers data model 

Figs. 42 - 68 include a chart which describes the data 
models of the task and security managers. 

* User: 

* Name . 

* Password: encrypted using one-way function. 

* Group/s: one or more groups the user belongs to. 

* Group: 

* Name. 

* Users: zero or more users that belong to this group. 

* Roles: zero or more roles that are associated with this group. 

* Role: 

* Name . 

* Permissions: According to the following criteria: 

* Living object types. 

* Living objects. 

* Computers . 
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* Times: capabilities like UNIX crontab. 

* Task: 

* Name . 

* Location. 

* Users: One or more users that wrote this task. 

* Execution time: Where and when this task will execute. Must 
match the roles that associated with the user's group. 

* Living object: 

* Name 

* Type 

* Host 

* Tasks: zero or more tasks that operate this living object. 

* Living object type: 

* Name . 

Components descriptions 

Security Manager 

The security manager exports two main servers for other 
components : 

* Conf igAuthorization: Responsible to build the 
repository of users, groups and roles. Its exported operations 
are remote operations. The administrator triggers the invocation 
of these operations whenever she decides to update the 
definitions of pupils, groups and roles. The administrator makes 
these changes through its GUI-based console that acts as a 
clients that uses the above mentioned operations. 

* Conf irmAuthorization: Responsible to check whether a 
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specific operation is legal, by using the data in the repository. 
The clients of this service are: 

* The task manager - it asks for confirmations 
whenever a pupil registers a task. 

* The proxy objects - is asks for confirmations 
whenever a pupil invoke a remote operation. 

Task Manager 

The task manager keeps in a repository all the tasks in 
the system, and according to that supplies the appropriate radio 
base stations the tasks that they should execute. 

Figs, 42 - 68 include a diagram illustration of the 
scenario where a pupil registers a task for execution. She first 
enters her user and password, and the security manager checks the 
authorization of the pupil. If authorized, the pupil gets a menu 
of all the allowed operations, i.e. she get a menu with the 
following operations: 

* Add task 

* Remove task 

* Update task 

* List all registered tasks 

Suppose that the pupil decides to register a task for execution, 
so she chooses the "Add task" operation. The task manager re- 
ceives the task content and the task info, and asks the security 
manager whether the pupil is permitted to register a task with 
the specified task info. If so, the task manager registers the 
task, and notifies the pupil that the registration ended success- 
fully. 
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Task scheduler: 

The task scheduler is responsible for the scheduling of 
all the registered tasks. Whenever the execution time of a task 
arrives, the task scheduler is responsible to notify the 
appropriate dispatcher that it should download the task and spawn 
it. 

When the scheduler starts, it iterates through all the 
list of registered task, and for every Schedlnfo object it builds 
a simple object that contains the next time that this task should 
be started and stopped. 

The task scheduler keeps a list of indexes of all the 
registered tasks, according to their execution time. It then 
registers in the timer to receive events whenever the execution 
time of a task arrives. Upon receiving such event it notifies the 
appropriate dispatcher that it should download and execute the 
task. 

Task dispatcher: 

The task dispatcher gets from the scheduler a. 
registered task, whenever the start time of the task arrives. 
Then, it executes the task in a separate thread. Each task runs 
in a sandbox in order to enforce security policies. The 
following state diagram describes the task dispatcher. 

A diagram included in Figs. 42 - 68 describes the data 
flow among the task dispatcher, task scheduler and other 
components in the system. The task scheduler can receive time 
events from the timer, and taskListChange event from the task 
manager. The time event is generated when the start execution 
time of a task arrives. This event triggers the downloading and 
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spawning of a task from the scheduler to the dispatcher. The 
taskListChange event actually changes the list of the scheduled 
task, thus changes the registrations in the timer. 

The management console can browse and change manually 
the tasks that are executing. 

General consdierations relating to preferred LOLA 
system implementations are now described. 

The LOLA (Living Object LAboratory) is a computer class 
that enables pupils to build and experience animation of physical 
figures called living objects. The animation provides the living 
objects with the ability to interact with users in a human voice, 
in a human-like and intelligent manner. 

The Living Objects Laboratory teaches pupils to 
analyze, design and program "Natural Intelligence" (NX) into 
physical objects - the Living Objects figures. The NX developed 
by the pupils over time accumulates and increases the ability of 
the Living Objects to interact with the pupils. The Living 
Objects figures are distributed over the schoolyard and are used 
as playing and educational objects for all the children in the 
schoolyard. 

Natural Intelligence 

Natural Intelligence is the ability of a computerized 
object to present "human-like behavior". Human beings, even the 
very young are highly adaptive to their ever-changing 
environment. This skill enables a significant amount of freedom 
in the interaction between humans. 

Computer based systems have strict interaction 
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protocol. The behavior of a computerized machine is highly 
predictable and very accurate as long as the communicator (user 
or another computerized machine) strictly follows the rules of 
the protocol . Deviation from the protocol should lead to 
immediate cessation of the interaction. 

Programming of computers and computer-based machines is 
oriented to "problem solving". The program ends (or pauses, 
waiting for a new input or event) when an well-identified target 
is reached. Human interaction is oriented towards building a 
growing shared understanding. Even when the final goal of the 
interaction is to solve a problem, the "continuous goal" of each 
step of the interaction is to collect and add relevant 
information to the collective pool of knowledge. This can be done 
until the final goal is reached. In many situations, the final 
goal is not known before the interaction begins, and is 
identified only later, as a result of the interaction. 

Implementing Natural Intelligence into a machine 
enables the machine to perform the following loop: 

1. Identify a situation. 

2. Respond to a human being. 

3. Deliver information that describes the accumulated 
or additional understanding of the situation. 

4. Identify what information is missing. 

5. Suggest additional information. 

6. Request additional information. 

7. Receive the human response and analyze it. 

Goals of LOLA 
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The first implementation of LOLA is targeted at high 
schools for educational purposes. These are the high level goals 
of the project: 

* Teaches pupils to analyze, design and program 
"Natural Intelligence" (NI) into physical objects. 

* Friendly and easy to use system that will attract 
pupils to learn high technology subjects, 

* Support teachers in tasks assignments and grading, 

* Serves as content-based objects that amuse and 
provide information to the pupils and staff. 

Services and their Use Case Analysis 

The main actors in the system are pupil, teacher, 
administrator and user. This document specifies the important 
use-cases of the actors of the system. The use-cases are grouped 
by the actors targeted by the service: pupil, teacher, 
administrator and user. One person can act as one or more actors. 
In particular, every pupil, teacher and administrator is also a 
user of the system. It might be that the same person acts as a 
teacher and an administrator. 

The major components in the system are: 

* Programming station: every station that contains the 
IDE (Integrated Development Environment) that provide the ability 
to program NI into Living Objects. The computer at .the pupils' 
home can also be such a programming station, if Creator IDE was 
installed on it. 

* Radio based station: every station that communicates 
with one or more Living Objects (via RF communication) , and sends 
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"these ob j acts coiiunands . 

* LOLA servers: Station that hosts the servers of the 
LOLA system, e.g* task server, security server, 

* Teacher and administrator console: stations in the 
lab that are used by the teacher and administrator respectively. 

* Living objects: Living objects are toys equipped with 
a control device. The control device contains a micro-controller, 
a radio transceiver and I/O ports. The I/O ports connect to 
various peripheral components also contained within the Living 
Objects, such as: speaker ( s) , microphone (s) , sensors, actuators, 
motor (s) , lamps, video camera, etc. The peripherals enable the 
Living Object to interact with humans in a human-like manner. The 
peripherals are operated by the micro-controller. The micro-con- 
troller receives its program instruction in real time from a 
radio-based PC via the built-in transceiver. 

Two more secondary actors that provide data for 
building an internal database are later introduced. An 
information server that provides data for building an internal 
database that support queries made from pupils tasks, and a 
contents provider that provides contents that will be kept in a 
contents database. These contents will be scheduled for execution 
as determined. 

We describe the services, and an analysis of the 
related use cases. 

Pupil Services 

The main services offered to pupils, who build the 
behaviors of the living objects, are illustrated in the drawings. 
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Name 

Creator IDE Installation 

Actors 

Pupil if installed on her home PC, administrator if 
installed on a PC at school. Teacher might also install the IDE 
on her home PC in order to browse her pupils' tasks. 
Goal 

That Creator IDE will be installed correctly. 
Forces in Context 

1) There could have been previous installations. In 
such a case, this installation will be an upgrade of previous 
installations. 

2) Installshield type installation. 

3) Pupil typically works on Windows 95/98 based PC, but 
might also work on other environments such as Macintosh, 
Windows3.il/D0S, Linux or NC (in such a case the installation 
will take place in the server) . 

Trigger 

Actor starts the installation process from a CD, or 
from a downloaded file. 
Summary 

This use case captures the first, and later 
installations of Creator IDE: 

1) Actor is asked for several configurations parameters, 

2) Actor advances to regular usage of Creator IDE. 
Pre-conditions 

Actor downloaded the package, or has a CD. 
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Post-conditions 

Creator IDE is installed. 
Related use cases 

Create or Update living object types on a PC at home 
should be followed immediately, or be deferred to a later time at 
the users convenience. 

Name 

Add living object type at home 

Actors 

Pupil . 

Teacher might also be an actor of this use-case if she 
has installed the IDE on her home PC, 

Administrator is not an actor here: Administrator has a 
separate use case dealing with living object updates. 
Goal 

That the types of all living objects in the system will 
be known to Creator IDE, in order to support a simulator for 
every living object type. 
Forces in Context 

1) The information source will be typically the LOLA 
system installed at school, and the update process will be 
browser based and be done via the Internet. A firewall might 
reside between the pupil browser at home, and the LOLA system. 

2) The pupil can put the required data on a floppy disk 
(or other media) at school, and then install it on her PC at 
home • 

Trigger 
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Can be either one of the following triggers: 

1) The Creator IDE has been just being installed. 

2) New type of living object has been connected to the 

system. 
Suimnary 

Create or update the types of the living objects known 
to the IDE installed at the pupil's home. 
Pre-conditions 

Creator IDE has been Installed. 
Post-conditions 

1) The simulators in Creator IDE are matching the types 
of the available living objects. 

2) Pupil can commence to build a decision tree. 
Related use cases 

1) Creator IDE Installation 

2) LOLA installation 

Build a decision tree 
Pupil 

Build a task that is ready for compilation. 
Context 

1) No programming knowledge is required 

2) Easy to use friendly GUI. 

3) Can reuse decision trees or sub-trees made in 
previous tasks. 



Name 



Actors 



Goal 



Forces in 
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4) Can use built-in decision trees or sub-trees. 

5) Pupil wants to use high level commands that are 
specific to the toy she is working with. 

Trigger 

1) Teacher assigns homework to her pupils. 

2) Pupil builds the decision tree during a class in the 
lab, or by his own free choice. 

Summary 

This use case captures the scenario where a pupil 
builds a decision tree in order to program NX into a living 
object. 

1) Pupil launch Creator IDE, 

2) Pupil builds a decision tree. 
Pre-conditions 

1) Creator IDE is installed on the pupil desktop. 
Post-conditions 

1) A task that is ready for compilation. 
Related use cases 

1) Creator IDE installation: is a requirement. 

2) Create or Update living object types on a PC at 
home: is a requirement. 

Name 

Build a highly customized decision tree 

Actors 

Pupil 

Goal 

Build a task that is ready for compilation. 
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Forces in Context 

1) Basic programming skills are required. 

2) Easy to use programming language and libraries. 

3) Reuse decision trees or sub-trees made in previous 

tasks . 

4) Use built-in decision trees or sub-trees. 

5) Pupil wants to use high level commands that are 
specific to the toy she is working with. 

Trigger 

1) Teacher assigns homework to her pupils. 

2) Pupil builds the decision tree during a class in the 
lab, or by his own free choice. 

Summary 

This use case captures the scenario where a pupil 
builds a decision tree in order to program NX into a living 
object. 

1) Pupil launch Creator IDE. 

2) Pupil builds a decision tree. 
Pre-conditions 

1) Creator IDE is installed on the pupil desktop. 

2) Simulators simulate the living objects that exist in 

school . 

Post-conditions 

1) A task that is ready for compilation. 
Related use cases 

1) Creator IDE installation: is a requirement. 

2) Create or Update living object types on a PC at 
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home: is a requirement. 
Name 

Compile a task 

Actors 

Pupil 

Goal 

Produce a task that is ready for execution on a living 
object, which behaves according to the decision tree built by the 
pupil • 

Forces in Context 

1) Pupil should not be familiar with the internal 
implementation of the decision tree. 

2) If the pupil only built a decision tree without the 
addition of pupil's defined macros/code, then the compilation 
process should be expected to pass in most cases. 

3) Compilation errors/warning should be displayed by a 
view of a decision tree. Only in cases that the pupil added 
macros, these lines should be displayed either. 

4) Friendly, easy to use. 

Trigger 

1) Pupil has built a decision tree. 

Summary 

This use case captures the scenario where a pupil built 
a decision tree, and wants to compile it. 

1) Pupil launch Creator IDE. 

2) Pupil builds a decision tree, 

3) Pupil compiles the task. 
Pre-conditions 
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1) Pupil has built a decision tree. 
Post-conditions 

1) If coTapilation passes - a task that is ready for 

execution. 
Related use cases 

1) Build a highly customize decision tree or Build a 
decision tree is a requirement. 

Name 

Execute a task 

Actors 

Pupil 

Goal 

Execute a task locally on the pupil PC in order to 
check it. The task is interacting with a living object simulator 
resides on the pupil PC, or if available with a physical living 
object connected either to the pupil PC, or to other PC in the 
network. 

Forces in Context 

1) Living object simulator should simulate accurately a 
physical living-object behavior. In particular, it should point 
on all errors that can occur when this task is executed alone on 
a living object. 

2) Look as an integral part of Creator IDE. 

3) Friendly, easy to use GUI. 

4) Security: check pupil peirmission in case she is 
trying to execute the task on a living object connected to a 
remote PC. 



92 



Trigger 

1) Pupil built and compiled a task, and wants to 
execute it. 
Summary 

This use case captures the scenario where a pupil has 
built a decision tree, and wants immediately to run it, typically 
in order to check the task. 

1) Pupil launch Creator IDE. 

2) Pupil builds a decision tree. 

3) Pupil compiles the task. 

4) Pupil executes the task. 
Pre-conditions 

1) Pupil has built a decision tree and compiled it. 
Post-conditions 

1) A task that is ready for execution on a living 

object. 

Related use cases 

1) Build a highly customize decision tree or Build a 
decision tree and compile a task is a requirement. 

Name 

Debug a task 

Actors 

Pupil 

Goal 

Debug a task locally on the pupil PC. The task is 
interacting with a living object simulator resides on the pupil 
PC, or if available with a physical living object connected to 



93 



the pupil PC, or to other computer in the network. 
Forces in Context 

1) Living object simulator should simulate accurately a 
physical living-object behavior. In particular, it should point 
on all errors that can occur when this task is executed with the 
living object alone. 

2) Look as an integral part of Creator IDE. 

3) Friendly, easy to use GUI. 

4) Security checks if pupil executes the task on a 
living object connected to a remote, PC. 

5) Pupil can trace task execution in steps, and can see 
in a graphical way what node in the decision tree is being 
executed now. 

6) Pupil can step into lines of code added to the 
decision tree. 

7) Usual debug capabilities like step into, step over, 
run to cursor, set breakpoint, continue, watch, etc... 

Trigger 

1) Pupil built and compiled a task, and wants to debug 

it. 

Summary 

This use case captures the scenario where a pupil has 
built a decision tree, and wants to debug it. 

1) Pupil launch Creator IDE. 

2) Pupil builds a decision tree. 

3) Pupil compiles the task. 

4) Pupil debugs the task. 
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Pre-conditions 

1) Pupil has built a decision tree. 
Post-conditions 

1) A task that is ready for execution on a living 

object. 

Related use cases 

1) Build a highly customize decision tree or Build a 
decision tree and compile a task is preferably a requirement. 

Name 

Task registration 

Actors 

Pupil 

Goal 

That the task will be installed correctly, and run when 

scheduled. 

Forces in Context 

1) Browser-based registration via the Internet or 

intranet. 

2) Security, privacy. 

3) Firewall can reside between the web-based client and 
the servers. 

Trigger 

Pupil starts the registration process, typically after 
she has built, executed and debugged a task. 
Summary 

This use case captures the case where pupil registers a 
task for execution. 
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1) Pupil is asked for a user-name and password. 

2) Pupil is asked to send the file of the task. 

3) Pupil can browse all her registered tasks, and 
perform additional operations such as remove . previously- 
registered tasks. 

Pre-conditions 

Pupil has built, executed and debugged her task. 
Post-conditions 

Task is registered for execution as scheduled. 
Related use cases 

1) Debug a task or Execute a task. 

Name 

Browse task's executions logs 
Actors 

The main actor is a pupil. A teacher or an 
administrator might also be the actors of this use-case, 
typically in order to help in problems solving. 
Goal 

Browse the logs of a task that has been already 
executed, typically in order to diagnose problems. 
Forces in Context 

1) Pupils can browse the logs from every PC that is 
connected to the intranet. 

2) Browser-based logs browsing via the Internet, where 
a firewall resides between the PC at home and the LOLA system is 
a nice to have feature. 

3) Pupil can browse logs according to several criteria. 

Trigger 
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1) Pupil's task has been executed, and pupil wants to 



This use case captures the scenario where a pupil has 



built a decision tree, registered it for execution, and wants to 
browse the logs of the execution. 



1) Pupil launch Creator IDE. 

2) Pupil builds a decision tree. 

3) Pupil debugs the task. 

4) Pupil registers the task. 

5) Pupil browses the execution's logs. 



Pre-conditions 

1) Pupil has registered a task, and that task has 
already been executed. 
Post-conditions 

1) Pupil understands how her task has been executed. 
Related use cases 

1) Task registration is a requirement. 

Teacher Services 

Teacher is responsible for all aspects of task assignments, 
checking and evaluation . 

Name 

Browse pupils tasks 

Actors 

Teacher 

Goal 



browse the execution logs. 



Summary 



97 



Browse pupils tasks in order to evaluate their tasks, or help 
with problem solving. 
Forces in Context 

1) Security, privacy - only a teacher can browse pupils 

tasks. 

2) Teacher can browse every registered task. 

3) Teacher uses creator IDE as the task browser. 

4) According to the configuration, teacher can or can 
not change pupils tasks. 

Trigger 

Teacher wants to evaluate her pupils tasks, or help 
them in problems solving. 
Summary 

1) Teacher launch creator IDE. 

2) Teacher logs into the task manager. 

3) Teacher loads a task from the server to her IDE. 
Pre-conditions 

1) Creator IDE is installed on the teacher desktop. 
Post-conditions 

A pupil task appears on the teacher console. 
Related use cases 

Creator IDE Installation is a requirement. 

The use case of Executed tasks statistics is either 
used as a measure to evaluate pupils tasks. 

Name 

Executed tasks statistics 
Actors 
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Teacher 
Goal 

Teacher browses through the statistics gathered about 
her pupils tasks, typically in order to evaluate their works. 
Forces in Context 

1) Security, privacy - only a teacher can browse pupils 

tasks . 

2) Teacher can browse every statistics related to her 
pupils tasks. 

Trigger 

1) Teacher wants to evaluate her pupils tasks. 

Summary 

1) Teacher logs into the statistics server. 

2) Teacher queries the server for data, and browses 

this data. 
Pre-conditions 

Pupils tasks have been already executed in the system. 
Post-conditions 

Teacher has more measures to evaluate her pupils tasks. 
Related use cases 

The use case of browse pupils tasks is either used as a 
measure to evaluate pupils tasks. 
Administrators Services 

The administrator is responsible for the installation, 
deployment, maintenance, diagnostics, monitoring and controlling 
of the system. 

Name 
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Installation 
Actors 

Administrator 
Goal 

That the LOLA system will be installed correctly 
Forces in Context 

1) Application components should be deployed in such a 
way that no bottlenecks will occur, and the system will run in an 
efficient way. 

2) Installation process can be done from a central 

location. 

3) There could have been previous installations. In 
such case, this installation will be upgrade of previous 
installations . 

4) Installshield like installation. 

5) System should scale to support tens of living 
objects, and hundreds of pupils. 

Trigger 

Administrator starts the installation process from CD, 
or from a downloaded file. 
Summary 

This use case captures the first, and later 
installations of the LOLA system: 

1) Administrator is asked for several configurations 
parameters . 

2) Administrator advances to the update living object 

use case. 
Pre-conditions 



100 




Administrator downloaded the package, or has a CD. 
Post-conditions 

Everything is setup for defining living object types. 
Related use cases 

1) Update living object types can follow iimediately , 
or be deferred to a later time at the user's convenience. 

Name 

Add living object types 

Actors 

Administrator 
Goal 

That the types and objects of all living objects in the 
system will be known to the system, and appropriate application 
components will be deployed according to that. 
Forces in Context 

1) Done from a central location. 

2) Living objects and objects types can be added or 
removed from the system during its lifetime, and not only after 
the installation. 

3) In particular, the simulators residing in the IDE on 
the- pupils PCs at home should be updated. 

Trigger 

1) The LOLA system has been just being installed. 

2) New type of living object should be connected to the 

system. 
Summary 

The system is configured according to the available living ob- 



101 



jects. 

Pre-conditions 

Installation of the system. 
Post-conditions 

All living object types are known in the system. 
Related use cases 

1) Installation 

2) Trigger the use case of Create or update living 
object types on a PC at home. 

Name 

Pupils, groups and roles definitions 

Actors 

Administrator 
Goal 

Pupils can log into the system, and perform actions 
according to their permissions. 
Forces in Context 

1) Flexibility - pupil can be belong to one or more 
groups, and each group can have one or more roles. The same role 
can be assigned to several groups. 

2) This process can be done after installation, and 
configuration of the living object, as well as on a regular basis 
whenever new pupils, groups or roles should be added or removed. 

3) Users definition is independent of the OS users. 

Trigger 

The teacher asks the administrator to open accounts to 
her pupils, so that they will start using the system. 
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Summary 

This use case captures the scenario where a teacher of 
a class wants that her pupils will be granted with permission to 
use the system. 

1) Administrator defines roles: each role definition 
consists of role name and the permissions that the owner of this 
role is granted. Permissions can be granted according to the 
following criteria: 

* Living object types. 

* Living objects. ' 

* Times: capabilities like UNIX crontab. 

2) Administrator defines groups: each group definition 
consists of group name, and zero or more roles that are 
associated with this group. 

3) Administrator defines users: each user definition 
consists of user name, password (encrypted with one-way function) 
and zero or more roles that are associated with this group. 
Pre-conditions 

1) Installation. 

2) Update living objects types. 
Post-conditions 

Pupils can log into the system according to their 
permissions . 
Related use cases 

1) Installation and Update living object types are 

required. 
Name 
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Diagnose, monitor and control the system. 

Actors 

Administrator 
Goal 

That the actor be able to diagnose, monitor and control 
the system. 
Forces in Context 

1) Potential problems should be detected in advance 
when possible. 

2) Isolate problems through diagnostics tools. 

3) Resolve problems through corrective measures. 

4) Automatic sanity checks. 

5) Allow the administrator to define automatic action 
to certain events, e.g. change the RF channel upon receiving a 
specific time event. 

6) Administrator can invoke operations on living 
objects, and receive events from them in an on-line manner. 

7) Administrator can browse all events in the system. 

8) Browser-based management console. 

9) Security. 

10) Integration with enterprise management console if 

exists. 
Trigger 

Management of the system on a regular basis, or after a 
pupil or a teacher complains of problems. 
Summary 

1) Administrator launch browser-based management 
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station. 

2) Administrator diagnoses, monitors, and controls the 

system. 

Pre-conditions 

1) System has been already installed 
Post-conditions 

System functions correctly. 
Related use cases 

1) Installation. 

2) Browse and change scheduling time of tasks. 

Name 

Browse and change scheduling time of tasks. 

Actors 

Administrator 
Goal 

Control the execution time of tasks from a central 
location, and from a view of the whole system. 
Forces in Context 

1) Potential problems that stem from task scheduling 
should be detected in advance when possible. 

2) Administrator should be able to see the scheduling 
time of all tasks in the system, and in several views. 

3) Administrator should be able to change scheduling 
time of tasks, or to schedule unscheduled tasks for execution. 

4) Security. 

Trigger 

1) Pupils have just registered their tasks for 
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execution. Administrator wants to verify that they scheduled 
their tasks appropriately. Note: Pupils can only register tasks 
according to their permissions. However, they still can register 
tasks not appropriately - for example - if two or more pupils 
have registered tasks on the same living object and with 
overlapping times, and those tasks acts on same sensors. 

2) Pupils have registered tasks, but didn't specify the 
scheduling time, typically because the administrator wants to 
avoid conflicts and specify it herself. Thus, the administrator 
specifies the scheduling times of all tasks. 

3) Tasks had been downloaded from a content provider 
server on the Internet . Administrator wants to schedule those 
tasks for execution. 

Summary 

1) Administrator launches browser-based management 

station. 

2) Administrator browses all tasks in the system, and- 
their scheduling times if schedules. 

3) Administrator changes scheduling times of tasks, or 
scheduled new tasks for execution. 

Pre-conditions 

1) System has been already installed 

2) Tasks have been already registered in the system, or 
downloaded into the system. 

Post-conditions 

Tasks are scheduled for execution as desired. 
Related use cases 
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1) Installation. 

2) Diagnose, monitor and control the system. 

Users Services 

The users can be everyone in the schoolyard that 
interacts with a living object. In particular it can be a pupil, 
teacher, administrator or none of them. 

Name 

Interaction with living object 

Actors 

User 

Goal 

The purpose of the interaction can be for amusement, education, 
task checking (pupil or teacher) , or system checking (administra- 
tor) . 

Forces in Context 

1) Friendly interaction. 

2) Living object operated according to the registered 
tasks and the scheduler that schedule these tasks for executions. 
Trigger 

User sees a living object in the schoolyard and decides 
to interact with it. 
Summary 

This use case captures the scenario where a user 
interacts with a living object. User interacts with the living 
object by voice (listening or talking to it) , by watching its 
reactions, or by triggering its sensors. 
Pre-conditions 
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One or more tasks are executing with the living object. 
Post-conditions 

One or both of the followings: 

1) The user is amused, more educated. 

2) A task has been checked with a physical living 
object (student or teacher) . 

3) Living object has been checked of its functionality 
(administrator) • 

Related use cases 

1) Execute a task. 

2) Debug a task. 

3) Task registration. 

Contents providers Services 

External servers that interact with the system in order 
to push data into LOLA database, or supply such data upon a 
request from a LOLA client. 

Name 

Build contents database 
Actors 

Contents providers 
Goal 

Push or supply tasks (contents) that will run on living 

objects . 

Forces in Context 

1) Leverage the capabilities developed for the LOIS 

system. 
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2) Contents can be pushed automatically on a regular 
basis, or can be pulled upon a request. 

3) Tasks written by contents providers are scheduled 
for execution in a similar way to tasks written by pupils. 
Trigger 

Depends on the configuration: 

1) Generally, administrator will configure the push 
client to run updates at specific intervals, so the trigger is 
the push client scheduler. 

2) Administrator may manually initiate a download. 

Summary 

This use case captures the scenario where the 
administrator at school wants to schedule for execution tasks 
that were written by contents providers, and to update these 
tasks on a regular basis. These tasks are scheduled for execution 
in a similar way to tasks written by pupils. 

All the use-cases that support that action, e.g. 
registration, billing, content-provider side are considered part 
of the LOIS system. 
Pre-conditions 

1) The LOLA system has been installed. 

2) The installation and registration use cases of the 
LOIS system. 

Post-conditions 

1) New content that is ready for execution resides now 
in the tasks database. 
Related use cases 

1) Installation 
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Information servers Services 

External servers that interact with the system in order 
to push data into LOLA database, or supply such data upon a 
request from a LOLA client. 

Name 

Supplies information to build a database that supports 
queries of pupils tasks. 
Actors 

Information servers 
Goal 

Push or supply data that will serve pupils database 

queries . 

Forces in Context 

1) Use standard tools and protocols to build this 

database. 

2) Data can be pushed automatically on a regular basis, 
or can be pulled upon a request. 

Trigger 

Depends on the configuration: 

1) Generally, administrator will configure the push 
client to run updates at specific intervals, so the trigger is 
the push client scheduler. 

2) Administrator may manually initiate a download. 

Summary 

This use case captures the scenario where the 
administrator at school wants to build an internal database that 
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pupils can query it, instead of searching the desired data on the 
web. 

Pre-conditions 

The LOLA system has been installed. 
Post-conditions 

1) The database is updated. 
Related use cases 

1) Installation 

Fig. 42 is a simplified flowchart illustration of an 
emotional interaction flowchart design process. 

Figs. 4 3 - 102 illustrate preferred embodiments of a 
computerized programming teaching system constructed and 
operative in accordance with a preferred embodiment of the 
present invention. 

Figs. 69 to 102 are now described in detail. 

Figure 69 is a general logical overview of the system 
network with the servers (such as the database server 316 and 
creature control server 318) at the center and the students' 
programming workstations 310, teacher station 312, administrator 
station 1200, and radio base station 320 clustered around the 
servers . 

Figure 7 0 is a general logical overview of the control 
over the creatures 322 with the radio base station (that provides 
the control over the creatures) at the center and the students' 
programming workstations 310, teacher station 312, administrator 
station 1200, and radio base station 320 clustered around the 
servers . 

Figure 71: 
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The main menu of the administrator station comprises of 
four main sub-menus: Real-Time Information 1250 regarding the 
operation of the system. Diagnose 1260 for troubleshooting 
hardware and software problems. Configuration and registration 
1270 of software and hardware components and Task 12 8 0 for the 
deployment and administration of the various tasks (projects, 
programs) provided by students and executed by the system. 

Figure 72 illustrates the basic steps for developing 
and testing a task (project, program) at home. First the student 
develops the task (step 1290) , then compiles the source code 
(step 1300) , than executes the task using the simulator (step 
1310) . If the task does not perform as it was designed the 
student uses the simulator (step 1320) to debug the program and 
to find the problem, correct it and test the task again. If the 
task performs as designed the student registers the task (step 
133 0) to be executed over a physical creature. 

Figure 73 illustrates the process of developing, , 
testing and registration of a task by a student at home and at 
school. The process begins with the student at home, similar to 
Fig 62, however, the student transfers the task to school and 
continues with the same process at school. 

Figure 74 is a flow chart describing a very simple 
"decision tree" (also termed "state machine") . This flow chart 
instructs the creature to enter "listen mode", thus recording the 
verbal utterances of the user and processing the recording by 
means of the speech recognition engine. The listen mode persists 
until the term "wake-up" is spotted the task sings a song. After 
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the song is finished the process repeats. 

Figure 75 is a block diagram showing the main functions 
of the simulation engine. The simulation engine enables the 
student to test the program (task) developed for a physical 
creature without a physical creature itself. The simulation 
engine provides all the physical functions of the physical 
creature by means of standard computer peripherals such as 
computer microphone to simulate creature listen functions (1450) , 
computer speakers to simulate creature talking functions (14 60) , 
simulation of the creature motion by displaying animation of the 
creature on the computer screen (147 0) , simulation of the 
creature sensors with the computer keyboard and mouse (1480) and 
simulation of video display and video camera installed in the 
creature by means of the computer display and peripheral video 
camera . 

Figure 76 is a flow chart describing the process of 
registration and execution of a project (task) . In step 1500 the 
student or the teacher registers the task in the database server 
(Lola server) 316 for future execution by means of a specific 
creature control server 318 and a specific creature 324. In step 
1510, at the appropriate date, time or other conditions as 
specified in the registration step 1500, the Lola server 316 
sends the task to the appropriate creature control 318 server for 
execution. The Creature Control Server launches the program and 
execute it by sending commands via the radio base station (320) 
to the appropriate creature (324) . 

Figure 77 is a Block diagram of the main services 
available to the teachers. Teachers can access exclusive 
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extensions of the IDE (step 1600) to select and investigate each 
of the tasks of each of the students (step 1610) « The teacher can 
brows the student tasks (1620) , view statistics associated with 
the execution of the tasks (163 0) such as absolute performance 
statistics (1640) and relative performance statistics (1650) and 
to assign marks to the students (1660) . 

Figure 78 is a Block diagram of the Living Object 
Laboratory (LOLA) system topology, comprising of the main 
subsystems : 

The LOLA Server, comprising one or more servers, such 
as database server and creature control servers: Administrator 
Station (1710) ; Teacher station (172 0) ; Student Programming 
station (1740) ; and Radio Base Station (1750) . All the main sub- 
systems, except for the radio base station, are interconnected by 
networking means such as HyperText Transport Protocol (HTTP) or 
middleware (MW) where middleware is any appropriate interfacing 
software. Typically the all subsystems except for the Radio Base 
Station are interconnected over a Local Area Network (LAN) such 
as the Ethernet, while the Radio Base Station is connected by 
means of Universal Serial Bus (USB) . 

Figure 79 is a Block diagram of the Living Object 
Laboratory (LOLA) system presenting the main (logical) services 
provided by the system: The database engine 1760 manages all 
accesses to the database repository 17 65. The log server logs 
1770 details of the execution and performance of all creatures 
and tasks running in the system. The monitor engine 1775 presents 
to the users real time information about the performance of tasks 
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executed by the system at the time of monitoring. The security 
manager 1780 supervises all user access to the system and 
verifies that only authorized users will have access to 
particular parts of the database as is predetermined by the 
administrator. The tasX manager 1785 supervises the operation of 
all tasks in the system according to instruction provided by 
authorized users. These services are typically provided by 
software subsystems that are separated and interconnected by 
conventional means of communication such as HTTP and middleware. 

Figure 80 is a Block diagram of the main services 
available to the system administrator by means of the system 
administrator station 12 00 . These services typically comprise : 

On-line console 1800 for all services that are 
available while the system functions regularly. 

Off-line console 1810 for all services available when 
the system is shut down for major installation and maintenance 
procedures . 

Configuration console 1820 that enables the system 
administrator to set-up hardware peripherals , networking 
configuration, etc. 

Deployment console 18 3 0 that enables the system 
administrator to set-up new creatures or change the configuration 
of existing creatures. 

Figure 81 is a Block diagram of the main modules of the 
software of the Creature Control Server, whether implemented as 
an independent server or as a part of another server such as the 
general LOLA server. The Creature Control Server comprises of 
multiplicity of Proxy Objects 1840, each of which is responsible 
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to a specific creature and a scheduler task that is responsible 
for the coordination and timing of the operation of the various 
proxies. 

Figure 82 is a Block diagram of the main services 
available to the student by means of the programming station. 
These services are implemented as modules interconnected by means 
of interfacing such as HTTP and middleware. The three main 
modules/services are the Interactive Development Environment 1860 
(IDE) that enables the student to perform the programming of the 
tasks assigned to him; the simulator 1870 that enables the 
student to test the developed program using virtual creatures 
animated on the computer screen; and task registration 188 0 that 
enables the student to registered the developed program for 
execution by means of a physical creature. 

Figure 83 is a Block diagram of the main services 
available to the teacher by means of the teacher station. These 
services are identical to the services and module construction of 
the programming station except for the additional teacher console 
that enables the teacher to assign tasks to students, monitor 
their work, assign marks, etc. 

Figures 84 to 93 together comprise a general 
description of a demonstration pilot project of a Living Object 
Laboratory. 

Figure 84 is a block diagram of pilot Living Object 
Laboratory comprising of two classes, each with five programming 
stations, one teacher station, one radio base station connected 
directly to the network and one creature. Additionally, outside 
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the two classes, one LOLA server, one administrator station and 
one base station, also connected directly to the network and 
controlling four creatures. 

Figure 85 is a block diagram describing the methods and 
functions for installing the pilot laboratory and using it at the 
administrator level and within the two classes. 

Figures 8 6 and 8 7 Describe the software and the 
hardware topologies of the pilot system. 

Figures 88 to 90 are a flow chart description of the 
steps in the activation of the demonstration program of the pilot 
project. 

Figure 90 describes the main application modules of the 
pilot system. 

Figures 92 and 93 illustrate the steps to be taken to 
make the LOLA system operative. 

Figure 92 lists the software modules that has to be 
installed to be able to activate the pilot demonstration 
software. 

Figure 9 3 lists the configuration activity that has to 
be done before the activity described in Figs. 88 to 89 can be 
carried. 

The order in which the steps are executed is not 
important as long as all the steps are executed completely. 

Figure 94 to figure 105 describes the structure and 
features of the Interactive Development Environment (IDE). 

Figure 94 describes a typical construction of the 
screen of the IDE. The screen typically comprises of a top menu 
bar 2 000 and a bottom status bar 2 005 as is common to all windows 
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applications; tool bars, such as 2010 and 2020 that can be placed 
anywhere on the screen and are shown adjacent to the top menu 
bar. Tool bar 2010 contains icons of software tools available to 
the programmer such as editing, compiling, simulating, etc. 
Programming Tool bar 2 02 0 contains icons of objects that the 
programmer can incorporate in the software program, such as 
states, events, functions, etc. An object can be dragged from the 
tool bar and dropped into the programming window 2 03 0 to be 
connected with other objects in this window. When an object is 
selected the properties of the specific objects appear in the 
object inspector window 2040. The values of these properties can 
be modified by the programmer to create the necessary program 
behavior. When simulation is selected an animation of the 
programmed creature appears in the simulation window 2 050. When 
the creature is instructed to collect input data (such as speech 
or tactile sensors) the popup menu 2060 appears and the 
programmer can interact with the creature by the appropriate 
selections from the popup menu. The message window 2 07 0 provides 
the programmer with hints during the programming activity and 
with tracing data of the program execution during simulation 
activities . 

Figure 95 describes the main functions (File, 'Edit, 
View, etc) are available to the programmer in the top menu bar 
2000 of the IDE screen and the sub-functions | that are made 
available in a drop down window when a main function is selected. 

Figures 96A and 96B describe the main objects and 
programming tools available to the user in the object tool bar 
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2010 and the programming tool bar 2020. 

Figure 97 describes the objects inspection window 2040 
in more details. 

Figure 98 describes the main groups of messages that 
appear to the programmer in the message window 2 07 0 at various 
situations. Such message groups are: programming syntax errors, 
compilation errors, progress indication messages for various 
functions such as compilation and debugging, test logging 
messages that the system provide while debugging. 

Figure 99 is a block diagram of the simulation process 
and module structure. When simulation is activated the IDE module 
2 2 00 executes the tested program but sends the creature 
executable instructions to the virtual creature command interface 
2210. Interface 2210 identifies the creature type and the 
appropriate creature function to be simulated selects and 
operates the appropriate function 2220. The function 2220 
executes the appropriate animation 22 3 0 of the virtual creature 
on the computer display. 

Figure 100 describes the structure of the bottom status 

bar 2005. 

Figures lOlA to lOlB describes in more detail the 
content and structure of the objects tool bar 2 02 0 for various 
groups of objects when such a group is selected. Figure lOlA 
refers in detail to 2100 of Fig. 96A; Figure lOlB refers in 
detail to 2120 of Fig. 96A; Figure lOlC refers in detail to 2120 
of Fig. 96A and Figure lOlD refers in detail to 2130 of Fig. 96A. 
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The goal of the Living Object Laboratory is to teach students the 
art to instill human behavior in computerized machines. One major 
characteristic of humans is emotional sensitivity. That is, the 
ability to identify the emotional state and state transition in 
another human being and to respond accordingly. It is very diffi- 
cult to teach emotional sensitivity to humans and it is much more 
difficult to instill emotional sensitivity in machines. However, 
even the most simplistic emotional sensitivity, when featured by 
a machine, has a tremendous effect on the interaction of humans 
and the machine. Therefore, the art of programming emotional 
sensitivity is important. 

The goal of Emotional Analysis is to provide the main application 
with the capabilities to accommodate to the emotional state of 
the human that interacts with the machine. Emotional analysis is 
a background process, or processes. Emotional analysis evaluates 
the emotional state of the person who interacts with the Living. 
Object. The evaluation is performed continuously, in parallel to 
other processes. The process may be performed as a subroutine 
called by the main process or as a background task, as is appro- 
priate for the level of complexity of the application system and 
the perceived ease of programming. The main module (or process) 
deals with the main goals of the application (such as playing the 
role of a teacher, a guard, a guide, a playmate, etc.). The 
Emotional Analysis communicates with the main task, receiving the 
required inputs and providing the main application with ^-^ueues- 
for appropriate response to the interacting human. 
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The Emotional Analysis is mostly verbal. The Emotional Analysis 
process analyses the content of verbal inputs recorded by the 
\ main application. According to the results of the analysis the 
Emotional Analysis provides the main application with appropriate 
data. The data provided by the Emotional Analysis process to the 
main process may range from the perceived emotional state, or 
emotional state transition, of the interacting human, to detailed 
verbal phrases to be played by the main process. The final deci- 
sion, to provide the Emotional Analysis with inputs and to follow 
the Emotional Analysis outputs, is in the hands of the main 
(application) process . 

The Emotional Analysis is basically a program and can be pro- 
grammed using the same programming means available for program- 
ming the main application. The Emotional Analysis program can be 
viewed as an algorithm, implemented as a state machine, where 
events are combinations of acoustic analysis and semantic analy- 
sis of verbal inputs received (recorded) from the interacting 
human and accumulated data. 

The design of the Emotional Analysis process involves several 
stages such as : 

Determining the scope of emotions, e.g., three emotions: sad, 
happy, angry. 

Determining acoustic and semantic representations of the emotions 

to be detected in the received (recorded) verbal inputs from the 

interactive human, e.g. 

Voice amplitude (quiet or loud voice) 

Voice pitch 

Rate of speech 
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Diction quality (quality of speech recognition) 
Specific words such as "sad", "happy", "angry" 

Of course, the change in one of the above features may be more 
important than the feature itself, E,g., raising the voice car- 
ries more emotional information than continuous loud voice. 
Determining means for explicit interrogations of the emotions of 
the interactive human, such as direct questions, e.g. "Are you 
sad?" 

Determining modifications of the application interaction accord- 
ing to the perceived emotional state of the interacting human. 
First should be determined the goal of the modification and then 
the means. For example: 
Goals 

Express empathy 

Provide emotional support, encouragement, etc. 

Affect (change) mood 

Means 

Adaptation of appropriate amplitude (loudness) , pitch and rate of 
verbal output. 

Several versions of the same verbal content to be selected and 
played. 

Default/standard phrases expressing empathy, interest, support, 
etc. 

Determining the communication means (the protocol) between the 
application process (es) and the Emotional Analysis process. 

Assigning Marks to Student's Programming Projects 
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Teachers usually evaluate examinations and assign marks based on 
a checklist. This is true for all subject matter, from exact 
sciences to humanities. It is also true for the evaluation of 
programming, from analysis through design to implementation* 
Checklist evaluation can be automated, that is, be executed by 
means of a computer. Since the mechanism of computerized evalua- 
tion of examinations is common and the same for all subject 
matter it is outside the scope of this document. 

Programming must also work properly, that is, the implementation 
must function on its own, without faults (crashes) and according 
to the specifications. It is obvious that the computer can track 
the performance of the executed program, analyze the performance 
according to the specifications, and report the results. 
Automated (or computerized) evaluation is performed by means of a 
monitoring program that logs the performance of the monitored 
program, analyzes the log and reports the results. To enable the 
monitoring, several checkpoints are set within the monitored 
program, and the monitoring program logs every passage through 
these each of these checkpoints with the values of associated 
parameters . 

LOLa's default monitoring provides every entry into and exit from 
each state (and hence, every entry to and exit from each state 
transition/connection) . The monitoring program reports the re- 
sults of the monitoring by program module and by student, A mark 
can be assigned according to the following criteria: 
The percentage of states and state connections that have been 
entered (and hence have been tested) . 

The percentage of states and state connections that have been 
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exited (and hence have performed successfully) . 

Internal performance balance, that is, the ratio between the 
number of entries to (exits from) the entity (state; connection) 
least visited (most visited) and the average number of entries 
(exits) within the module (for each and every module) . More 
precisely, the square root of the sum of the squares of the 
differences between entries (exits) of the list and the most 
visited entities and the average. 

Overall performance balance, that is the ratio between the number 
of entries (exits) in the module and the project average. 

Fig. 103 is a table illustration of an emotional 
analysis database; and 

Fig. 104 is an emotional analysis state chart. 

The emotional analysis apparatus is sensitive to mood 
changes of the user. Mood changes are associated with changes in 
features of speech of the user, such as loudness, rate, pitch 
(these are examples of implicit events) , the use of specific 
terms by the user and the answers to direct closed questions 
(these are examples of explicit events) played by the creature. 
Each such event has a weight and when the event occurs the weight 
is added to the relevant table cell. Only when a threshold is 
passed does the creature respond to a perceived mood change (by 
providing empathy, asking a closed question, and the like) . 

It is appreciated that the software components of the 
present invention may, if desired, be implemented in ROM (read- 
only memory) form. The software components may, generally, be 
implemented in hardware, if desired, using conventional tech- 
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niques . 

It is appreciated that the particular embodiment de- 
scribed in the Appendices is intended only to provide an extreme- 
ly detailed disclosure of the present invention and is not in- 
tended to be limiting. 

It is appreciated that various features of the inven- 
tion which are, for clarity, described in the contexts of sepa- 
rate embodiments may also be provided in combination in a single 
embodiment. Conversely, various features of the invention which 
are, for brevity, described in the context of a single embodiment 
may also be provided separately or in any suitable subcombina- 
tion. 

It will be appreciated by persons skilled in the art 
that the present invention is not limited to what has been par- 
ticularly shown and described hereinabove. Rather, the scope of 
the present invention is defined only by the claims that follow: 
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